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ABSTRACT 

The Nanodata QM-1 is a uSer-microprogrammable computer 
With up to three levels of program control. The lowest 
level is called nanoprogramming and uses a horizontal micro- 
instruction format. A short description of the architecture 
of the QM-1 is given. A programming language is proposed to 
Simplify the task of preparing nanoprograms. The principle 
contributicn of Lizard, the proposed language, is that it 
eliminates the explicit specification of algorithm paral- 
lelism and the need for learning the hardware timing 
characteristics of the QM-1. The complete "Lizard Language 
Reference Manual" is included as an appendix. A Lizard 
translator would have to discover the parallelism possible 
in a source program; therefore, established technigues for 
doing this are discussed and adapted to work for Lizard. 
The result of the parallelism analysis is stored as a 
directed graph where the nodes represent elementary 
operations and the edges show the essential ordering of the 
nodes. The hardware timing constraints of the CM-1 are 
summarized in a table and systematized so that they can be 
easily stored in the parallelism graph. A method is 
proposed for scheduling the parallelism graph into 
Nnanoprogram form. The heuristics that it uses to approach 
an optimal schedule are explained. Not all of the obstacles 
to translating Lizard into nanocode are treated in this 
thesis but the major ones that have not been tackled are 


summarized. 
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CHAPTER I 


INTRODUCTION 


The concept of microprogramming was proposed by Wilkes 
in 1951 [10] as a systematic and efficient way to design a 
computer. At that time, programmers were asking for more- 
powerful machine-language instructions and more-flexible 
addressing formats and it was becoming increasingly 
difficult tc design and test the circuitry that was needed 
to decode and execute these instructions. Wilkes outlined a 
machine-lLanguage instruction format that required very 
little deccding and that could be implemented by very simple 
circuitry but was unsuitable for production prcegramming. 
His proposal was that programs written in this easily- 
supported instruction format should be concealed in their 
own memory unit and used to decode and execute powerful 
conventional machine-language instructions stored in the 
main memory. The programs that are used to implement 
machine-language instructions in this way, have come to be 
called microprograms and the memory unit in which they are 
stored is called control store. 

Wilkes had intended that cnly computer designers would 
write microprograms. Since each instruction works 


intimately with the computational circuitry of the computer, 


atin | | 
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he considered microprogramming too difficult for the average 
programmer. In any case microprograms had to be stored in 
very-high-speed memories if microprogrammed computers were 
to have acceptable running speeds and the technclogy of the 
time could supply only read-only memories with adequate 
access times. Thus the contents of control store were 
defined at the factory and could not be modified after 
delivery. 

The concept of a programmer being able to define the 
machine-language of the computer that he uses, had too much 
potential to remain out of reach for long. When advances in 
integrated-circuit technology decreased the cost of high- 
Speed semiconductor memories, manufacturers began to design 
microprogrammed computers with writable control stores. Not 
all of the manufacturers adopted Wilkes" suggested format 
for micro-instructions but they kept the basic principle of 
a Simple ccmputer emulating a complex cne-~ In general these 
computers were designed with a standard set of machine- 
language instructions implemented by microprograms in a 
read-only control store, and were provided with a writable 
control store that could be used to extend the standard set 
of instructions or to hold programs that would benefit from 
the very high execution speeds of a microprogran. 

The Nancdata QM-1 is a uSer-microprogrammable! computer 


1 Liberties will be taken with the word "micrcfrogram" and 
its derivatives until the Nanodata terminology is introduced 


later. 


edo 40 11 Fomata99 0a? ‘Kas ehowon oan wd 
sdsipehe d sai anttxokee "ehap~tined vino yes Sheep eely | 

sae dtd, Lotdavc a) 2 Sasha aay voeT’’ ~eomia zevuva a 

ets silane lial oieesdiaalen (SAB Toto Tue, i bentieh 7 


| “ett |] 
e463: APTA! 2? aids paloe Paprerega as: an FeINAGs-eeT & a 
Aplin ood ta 29a mm fo spears | ily Ro eypnoust-embtoam: 7 
a) 


of Sacae ie rad one! 2G Woeqs Fo 3o0 uieeys) of babeaedog uy 
“ini te Seon es eee ryad, yadkoun set ethhys SSSR an 
apt mah oF rapes ales toWbiade por taemse So 2tUbna dace foeqga - 
eT ee Ades lau ATE sxe igeur aE ie 
devant Aetewsyes t= nal ty, bieryous e2gL7 sptaitee att be tials 
to sigtomaay Stead ont jae Yond. poi nosy neeeid oR ae 
| wet, TRSRD se) ee sainnod 6 passives 18TH Y EOS elorde a FY 
vaihiony 20 Ise busbrnia 5 dite beapiesh soey saetogeee | 
s ab wiBrponorols nes Hegnewissyns ano iteayant -epoapeeh 
eh6eseov mi fate Aebbvow, orew bs gatae LOPE viola i 
36 Sashaase ott basrns tat Deanne, anos piacere.) 
~ 5b wero os sebiiscoreieat me 


with several unique characteristics. It has no main-memory 
machine-language instructions defined and does not even have 
a preferred format for such instructions. It was designed 
to be used for computer architecture research [11] but its 
flexibility also makes it suitable for emulating a wide 
range of existing computerse A QM-1 has been used to 
replace an oksclete computer for which the manufacturer no 
longer provides hardware maintenance, and thus, for the cost 
of writing an emulator, saved a large investment in software 
development costs. Another QM-1 was used to assist in 
design testing and software development for a computer that 
had been designed but not yet built. 

Nevertheless, as Wilkes predicted, microprogramming is 
a very demanding endeavor and the QM-1 must be the most 
difficult computer to microprogram. Chapter III discusses 
the distinctive dificulties that are posed by the QN-1. 
Many of the difficulties seem to be strictly clerical in 
nature in that they require ready access to a large data 
base of specifications on the requirements for performing 
each type of operation. This prompted an investigation into 
the feasibility of writing a translator that accepts a 
convenient programming language and manages all of the 
clerical tasks for the programmer. 


This thesis proposes a language, called Lizard!, that 


1 The name "Lizard" does not stand for anything: it was 
chosen for its imagery. All the acronyms that could be 
devised were judged to be unacceptable. 
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greatly simplifies the preparation of microprograms for the 
QM-1. A description of the Lizard language is presented in 
Appendix A. The important factors that governed the design 
of Lizard are discussed in Chapter III. Chapters IV and V 
outline the implementation of a Lizard translator. The 
mundane aspects of writing a programming-language translator 
are not discussed there; only the unique problems 
encountered with Lizard are treated. Many of these unique 
problems lie in areas of Computer Science for which adequate 
theory does not exist and some could fcrm the basis for a 
complete thesis on their own. Therefore the author tries to 
present acceptable solutions to most of them rather than 
treating any single one in full detail. Chapter VI outlines 
some of the deficiencies of the methods presented in 
Chapters IV and V, and suggests a general direction for 
improvements. 

The next chapter, Chapter II, will survey the 
architecture of the QM-1 emphasizing the characteristics 
important to this thesis and thus will provide a basis for 


the discussions in the chapters that follow. 
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CHAPTER II 


THE ARCHITECTURE OF THE QM-1 


The architecture of a microprogrammable computer can 
usually be classified as one of two types, vertical or 
horizontal [3]. A vertical machine has a relatively short 
word length for its micro-instructicns and a high degree of 
encoding of fields in each word. A micro-instruction for a 
vertical machine is quite similar to an ordinary machine- 
language instruction except that the operation that it 
performs is usually more elementary. A horizontal machine, 
on the other hand, has a long word length for its micro- 
instruction and usually little encoding in the fields of 
that word. 

Each of these two architectures has its own advantages 
and disadvantages, principally in the size of memory needed 
to hold a microprogram, the complexity of the circuitry 
needed to support the architecture, the speed of execution 
and the ease of programming. The QM-1 architecture is 
partly vertical and partly horizontal, thereby hopefully 
incorporating the advantages of both systems and the 
disadvantages of neither [1] (although one could argue 
convincingly that the opposite has resulted). These two 


microprogram formats are at different levels of control. 
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The lowest level of microprogram has a horizontal format and 
is used to define the instructions that will ccmprise the 
next higher level of microprogram, which has a vertical 
format. In Nanodata terminology, which shall be used from 
now on, the lowest level of microprogram is called a 
nanoprogram and only programs written for the second level 
of control are called microprograms. The QM-1 has a 
preferred format for its micro-instructions but no micro- 
instructions are permanently defined. Instead, circuitry is 
provided (Nano Address Select) that will rapidly convert a 
7-bit micro-instruction opcode into the address of the 


Nanoprogram that implements that micro-instruction. 


The principal functional components of the QM-1, 
together with most of the data paths between them, are shown 
in Figure 1. The control lines from the Nano-Instruction 
Matrix to the computational and memory units are not shown. 
The 18 bit data paths are called busses and many of them 
have a three letter mnemonic label in italic. The meaning 
of these mnemonics and other abbreviations used in Figure 1 
are given in Table 1 and Table 2. 

As can be seen in Figure 1, the QM-1 has three bulk 
memory units: Main Store, Control Store and Nanostore. The 
design philosophy of the QM-1 was that Main Store would be 


the main memory of an emulated machine, Control Store would 


hold the microprograms that emulate the main-store machine, 
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Table 1. Data Bus Mnemonics 


AIL - ALU Input Left 

AIR - ALU Input Right 

AOD - ALU Output Data 

CIA - Centrol Store Input Address 

CID - Control Store Input Data 

COD - Control Store Output Data 

EID - External Store Input Data 

EOD - External Store Output Data 

MIX — Main Store Input Multiplexed 
Carries input data words or addresses to Main Store. 

MOD - Main Store Output Data 

SID - Shifter Input Data 

SOD - Shifter Output Data 


Table 2. Abbreviations in Figure 1 


ALU - Arithmetic and Logic Unit 

ALUF - Arithmetic and Logic Unit for F-Store 
CIH - Carry in Hold 

COD - Control Store Output Data 

COH - Carry Out Hold 

INCF1 & INCF2 -— F-register incrementors and decrementors 
MIR - Micro-Instruction Register 

MOD — Main Store Output Data 

MPC -— Micro-Program Counter 

NOD - Nanostore Output Data 

NPC - Nano-Program Counter 

RMI — Rotate, Mask and Index 

SH - Shifter 


and Nanostore would hold nanoprograms needed to implement 
the micro-instructions in Control Store. In practice, main- 
store machines are often emulated directly by nanoprograms 
in order to achieve higher running speeds. Because of the 
limited nature of the data paths out of Nanostore, Control 
Store is used to keep any constants and tables that may be 
needed by a nanoprogram for an emulation and it is also fast 


enough, that it can be used to hold the accumulators of an 
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emulated machine. 

Local Store is a bank of 32 eighteen-bit registers. 
These are the general-purpose registers used by a 
hanoprogram and there are direct data paths from Local Store 
to almost all the other units. Registers 24 to 27 have 
special connections to the MPC Unit that make then 
especially suitable for use as micro-program instruction 
counters. Their values can be easily incremented and used 
as addresses into Control Store. Local-store register 31 is 
set up to be used as a micro-instruction register, its 
Special structure will be discussed in greater detail later. 

External Store is a bank of 32 eighteen-bit registers. 
Some of these have Special hardware functions as: 

1) port registers to the eight I/O channels 

2) parameter registers for the memory-Segmentation unit 

3) interrupt enable and program-check masks 

4) interrupt pending and program-check flags 

tor 3 

5) part of a table of interrupt-handling routine 

addresses. 
Some are also connected to be the right input operand to the 
Index ALU computational unit. All of the 32 registers are 
easily accessed and can be used for general-purpose storage 
when their hardware function dces not interfere. 
computational unit that takes two 18-bit inputs from the AIL 


and AIR data buses and yields one 18-bit result that passes 
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through the shifter to the AOD bus. The ALU can perform all 
16 possible logical functions of two inputs as well as many 
useful and curious operations involving combinations of 
addition, suktraction, incrementing, decrementing and 
logical functions. When the operation being performed 
requires a carry in, it comes from the CIH register and when 
the operation results in a carry out it appears in the COH 
register. The function to be performed is selected by 
control lines from the Nano-Instruction Matrix and from F- 
store. 

The Shifter can perform shift operations on single 
words (18 bits) or double words (36 bits). As can be seen 
in Figure 1, the low-order word of input is taken from the 
SID bus and the high-order word is taken from the output of 
the ALU. The low- and high-order words of output appear on 
'the SOD and AOD busses respectively. 

The Shifter and the ALU together also produce six bits 
of status information about the result that they have 
computed (cverflow, zero result etc.) These six bits can be 
tested in a conditional branch or saved in a special 
register in F-store (FIST) for later testing. 

ALU but its inputs and outputs are selected in a manner that 
make it more Suitable for certain applications and less 
suitable for others. Its direct connection to the Control 
Store Address Select unit makes it especially useful for 


doing computations on control-store addresses. Since the 
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right input to the Index ALU can come only from External 
Store, the COD Register or the MOD Register, this unit is 
less suitable for general computation. 

The Rotate Mask and Index (RMI) Unit provides a simple 
method of extracting subfields or operating on a word read 
from Main Store before it is transferred to Local Store. 

The data word first undergoes a right circular shift by an 
amount specified by a ROTATE parameter, it is then logically 
anded with a MASK parameter and finally added tc an INDEX 


parameter. MI Store contains three groups of the three 


parameters used by the RMI unit. Any of the three groups 
can be selected for use at any time and the contents of RMI 
Store can be changed as reguired. 

F-store is a bank of 32 six-bit registers that are used 
“mainly for bus control. As is shown in Figure 1 there are 
12 main data buses in the QM-1 that link Local Store with 
most of the other computational and memory units. Each of 
these buses has a register in F-store associated with it. 
The value contained in the asscciated F-registers selects 
which of the 32 local-store registers is connected to the 
data bus. For example, the Memory Output Data Register is 
connected to Local Store by the MOD bus. The second F-store 
register is associated with the MOD bus and is called FMOD. 
The value in FMOD determines the local-store register to 
which the MOD bus is connected. When a nano-program does a 
Gate Main Store operation the contents of the MOD Register 


will be transferred to the local store register selected by 
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FMOD. 

The EID and EOD busses are special cases in that there 
are two F-Registers associated with each of them. One of 
the F-registers selects the local-store register connected 
to one end of the bus; the other F-register selects the 
external-store register ccnnected to the other end. 

Although the values in the F-registers select which local- 
store and external-store registers are connected to the data 
busses, actual transfer of data takes place only on command. 

An F-register has six bits and therefore can store a 
number from 0 to 63. For most data busses if the value in 
the associated F-register is greater than 31 then the bus is 
disconnected from Local Store. However, the MIX and MOD 
busses to and from Main Store utilize some of the extra 
“range so that when FMIX or FMOD has a value between 32 and 
39 their asscciated bus will be connected to cone of the 
first eight external-store registers. Since these are the 
port registers to the I/0 channels, direct transfers fron 
I/O devices to Main Store are facilitated. 

F-store has three computational units directly 
connected to it to perform six-bit arithmetic cn its 
contents. There are two incrementers (INCF1 and INCF2), 
which can increment or decrement the contents of any F- 
register and there is a six-bit arithmetic and logic unit 
(the ALUF), which takes two F-register inputs and places the 


result back in an F-register. 


The F-registers that are not directly involved in bus 
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control are either used as 6-bit scratch registers or have 
"Special" hardware functions. Note also that not all the 
18-bit data paths in the QmM-1 are controlled by F-registers. 
The inputs and outputs attached to the Index ALU are 


selected by fields in the active nanoword. 


2-2 Nanoprogram Control Structur 


All data transfers and computations in the QM-1 are 
initiated and controlled by the active nanoword, the one 
currently in the Nano-Instruction Matrix. A nanoword is 360 
bits long and is divided into five fields: one K-vector and 


four T-vectors (see Figure 2). Informally one could say 


Figure 2. The structure of a Nanoword 
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that the T-vectors initiate all data transfers within the 


QM-1 and that the K-vector contains working constants used 
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by the T-vectors. Only one T-vector in the active nanoword 
is in control at any time and the machine clock activates 
the next circularly sequential T-vector every 80 
nanoseconds. 

A T-vector iS principally made up cf single-bit fields 
most of which each control data flow along a particular data 
path. When the bit is one, data is allowed to flow from one 
end of the data path to the other, where it is latched into 
a register; when the bit is zero, no data flows. Other bits 
in the T-vector signal the bulk memory units to start fetch 
or restore cycles using the address and/or data present on 
their input lines. Some of the operaticns requested by 
Single-bit fields in a T-vector begin as soon as the T- 
vector gains control (these are called "leading-edge 
events") and others take place just before the T-vector 
loses control ("trailing-edge events"). The results of a 
leading-edge event can often be used by a trailing-edge 
event in the same T-vector. There are also several multi- 
bit fields in a T-vector that modify some of the data 
transfers, usually by selecting the inputs and outputs of 
the data paths. 

A nanoword will remain active with its four T-vectors 
circularly gaining control until one of its T-vectors 


requests that a new nanoword be transferred from the NOD 
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Register into the Nano-Instruction Matrix (NIM).1 Typically 
the last T-vector in each nanoword will request that a new 
manoword should be gated into the NIM, but since the command 
to gate a nanoword is a conditional command and Since a T- 
vector can be conditionally skipped by the previous T-vector 
the request to activate a new nanoword can be made by any of 
the four T-vectors of the active nanoword. 

A T-vector that requests an 18 bit operation or data 
transfer never explicitly specifies the registers involved. 
Instead they are chosen by the contents of the F-register 
associated with a data bus, or the contents of a K-field 
selected by the T-vector. However, when a T-vector requests 
a six-bit transfer to or from F-store, the F-register 
involved in the transfer is explicitly encoded in the T- 
vector. Up to three different F-registers can he selected 
by a T-vector to have values transfered into and/or out of 
them. There are several six-bit fields that can participate 
in a data transfer with an F-register: 

1) A working constant field in the active K-vector (see 

below) 

2) The A, B or C field of the Micro-Instruction 

Register (local-store register 31) (see below) 

3) The ALUF six—bit computational unit 

4) The F-store incrementers 


ce ee ee me a ee ee errr OO 


1 A new nanoword can also be loaded by a machine check error 
or by the operator from the conscle. 
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5) Seme F-registers 

6) The front panel switches (source only) 

7) An IyvO interrupting channel identification register 

(scurce only) 
The first two of these seven items are the most important 
and deserve detailed descripticn. 

Table 3 lasts the subfields of a K-vector and calls 
eight of them working constants. A T-vector can directly 
request a data transfer from one of these fields to F-store 
or from F-store to one of these fields. The initial values 
in the working constants are specified in the source 
nanoprogram and if they are reset by an F-store to K-field 
transfer then the new value is available only sec lcng as the 


current nanoword remains active; Nanostore is net changed. 


2.3 The Micro-Instruction Register 

The Micro-Instruction Register (MIR), register 31 in 
Local Store, is divided into three six-bit fields called A, 
B and C as shown in Figure 3. These three fields roughly 
match the preferred micro-instruction format on the QM-1 
which is: a 7 bit opcode, a 5 bit operand and a 6 bit 
operand. Special data paths exist to load the MIR with the 
operands of an emulated micro-instruction (see Figure 1) and 
set the upper seven bits to zero (the opcode field is 
removed and decoded into a nanostore address). A T-vector 
can then reguest a transfer of these operands to F-store to 


be used in bus control. Thus in a micro-instruction the A 
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Table 3. K-vector Subfields 


Name Length Function 

KN 10 Holds one nano-address used for branching. 

KA 6 Working constant and I/O Port Selection 
field. 

KB 6 Working constant. 

KSHC 6 Working constant and shifter shift type 


control field. 


KSHA 6 Working constant and shifter shift amount 
control field. 


KALC 6 Working constant and ALU function 
selection field. 

KS 6 Working constant and global-ccndition test 
mask.?t 

KT . 6 Working constant and local-condition test 
mask.! 

KX 6 Working constant and special-condition 


test mask.! 
Misc. 12 Esoteric control functions. 
Unassigned 2 


i A test _mask is used to select the conditions under which a 
conditional branch will occur. 


and B fields are usually used to specify local-store 
registers upon which the operation selected by the opcode 
field is to be performed. Since data can be transferred in 
either direction between F-store and the MIR, the MIR Serves 


as a link ketween the six-bit and the 18-bit architectures. 
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Figure 3. Micro-Instruction Register Subfields 


€----------~-------- 18 bits ----------------- > 
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i<-- 6 bits -->] |<-- 5 bits -->{<-- 6 bits -->] 

r 

| 

1 bit 


All of the computational and memory units in the QM-1 
are at least partly asynchronous; that is to say that their 
circuitry is continuously operating on the values presented 
on the input lines. When a Nanoprogram changes one or more 
of the inputs to a unit the new input values must remain 
stable long enough for the computed result to become valid. 
it is the responsibility of the Nanoprogrammer to keep track 
of the timing requirements of all the data transfers and 
calculations that he initiates. The basic unit of time that 
he works with is called the T-period and is the amount of 
time that a T-vector normally stays in control (80 
nanoseconds). 

Consider for example a nanoprogram that uses the 
shifter unit to perform a single word shift operation. The 
steps required for this operation can be listed as follows: 

1) Ensure that the KSHC and KSHA K-fields contain the 

correct values for the operation required (see 


Table 3). 
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2) Transfer a 6 bit value to F-register FSID to select 
the local-store register whose contents are to he 
shifted. 

3) Ensure that the value in the local-store register 

4) Transfer a 6-bit value to F-register FSCD to select 
the local-store register that will receive the 
result. 

5) Command a transfer of the shifter result to Local 
Store. 

When any of the inputs to the shifter changes, the result 
that it has computed is not reliable until two T-periods 
have elapsed. Also, to ensure that the result is transfered 
to the correct lccal-store register, one T-period should be 
allowed between the setting of FSOD and the reguest to 
transfer the result. These conditions can be met ina 
nanoprogram by ensuring that the T-vector that performs 
operation 5 above is at least the second T-vector after 
those that perfcrm operations 1, 2 and 3 and that operation 
4 is reguested in a T-vector preceeding that of operation 5. 
Appendix B contains a list of all the basic operations on 
the QM-1, their inputs (sources) and the period of time that 
each input must remain stable for the result tc be reliable. 

Since a T-vector is 72 bits long and can theoretically 

request up to 28 elementary operations simultaneously, it is 
generally mot desirable to waste T-vectors solely to meet 


timing requirements. Therefore, two or more computational 
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Or memory units will usually be operating in parallel and 
the steps required to initiate and conclude these operations 
will be mingled. There is also a provision for "stretching" 
the amount of time that a T-vector remains in control, 
making it last two T-periods (160 nanoseconds). Since most 
operations happen on the trailing edge of a clock cycle, the 
time between operaticns is doubled in this way, so that 
timing requirements can be met when there are not enough 
"housekeeping" operations to fill a T-vector. 

There are three similar terms used frequently in this 
thesis whose subtle differences in meaning should be pointed 
out at this point, they are: T-vector, T-period and T-step. 
A T-vector is a 72-bit field in a nano-word, a T-period is 
the machine cycle time, 80 nanoseconds and a T-step is an 
event, the execution of a T-vector. A T-step can last one 
or two T-periods. The term T-step was invented so that one 
could talk of stretching T-steps since saying that one has 


stretched a T-vector suggests that it now contains more than 


i2ebite. 
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CHAPTER III 


LIZARD LANGUAGE DESIGN OBJECTIVES 


A programmer faces many impediments to rapid and efficient 


nanocoding in addition to the difficulties that a standard 


machine-language programmer would encounter. 


1) 


2) 


3) 


4) 


Even basic operations such as addition or Main Store 
fetches must be programmed as many elementary 
instructions (nmanoprimitives). 

The elementary instructions that comprise the basic 
operations in a nanoprcgram are arranged to be 
performed in parallel. It is difficult to express a 
parallel algorithm made up of dozens of intermingled 
elementary instructions so that the purpose of each 
instruction is clear and so that debugging is a 
rational process. 

A complete table of the timing constraints that must 
be observed is long and not easily learned. 

The purposes of the encoded fields in both the K- 
vector and T-vectors are seldom simple. Usually the 
encodings are indirect or doubly indirect selectors 
and sometimes the coded value in a field is used for 
two different purposes. This makes it difficult to 


write efficient nanocode without constant reference 
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to the QM-1 documentation. 

How can these encumberances be eliminated by a 
translator without significantly reducing the power of a 
manoprogram? The first problem considered was that of 
freeing the programmer from learning the timing constraints. 
Enabling a translator to manage the timing constraints is 
essentially a clerical matter that involves finding a 
systematic way to represent them; currently, they are 
scattered throughout the QN-1 documentation. Appendix B is 
a table of almost all the timing constraints that a 
programmer must follow. The remaining ones are context- 
dependent and are treated differently (see Section 4.4). 

The table could be made more systematic by disregarding some 
of the detailed information it contains or with extra 
programming effort could be used as it is presented. The 
use of Appendix B by a Lizard translator is discussed in 
Section 4.4. 

In nanocode, timing constraints are met by placing 
interacting operations into T-vectors that are adequately 
displaced from each other. If a translator is to handle 
timing constraints for a programmer, it must be able to 
choose the T-vectors into which operations will be placed 
and Hence must know which operations can be performed in 
parallel and which cannot. There are two ways that a 
translator can get this information: it can be supplied by 
the programmer, or, the translator can analyse the structure 


of the program to discover possible parallelism. Notations 
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that allow a programmer to indicate parallelism in his 
program are cumbersome and error-prone. This awkwardness is 
the result of an attempt to express the two-dimensional 
nature of a parallel algorithm in a one-dimensional stream 
of instructions. The method used in nano-assembler, listing 
in the same statement the operations to be done in parallel, 
is workable only because it allows no flexibility; it does 
not show the parallelism possible in a program, it gives 
only one possible arrangement of the operations performed by 
the progran. 

Following this line of reascning and with the aim of 
eliminating the second nanocoding impediment mentioned 
above, the Lizard language does not have syntactic 
constructions for expressing parallelism but relies ona 
translator that can detect parallelism on its cwn. 
Technigues for the automatic analysis of parallelism ina 
program are presented in Section 4.1. 

In order to maintain as much of the power cf nanocode 
as possible the Lizard language has statements to perform 
almost all of the elementary operations possible ina 
nanoprogram. Some could not be provided because they would 
limit a translator's ability tc reorganize the frogran. 
Because the single operations specified in a nanoprogram are 
so elementary, a sequential list of them would ke 
inordinately long. Lizard therefore allows the elementary 
instructions that make up a basic operation to be grouped 


into the same statement. Note the difference here from 
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nanocode: in nanocode one groups operations into the same 
Statement when they are to be performed simultaneously, in 
Lizard one groups operations that are logically related. 
Thus the five steps that are required for a shift operation, 
as listed in Section 2.2, could be specified in a single 
Lizard statement. In this way, the first impediment to 
nanocoding mentioned above is overcome or at least has its 
impact reduced. 

The last impediment mentioned above, forces a 
programmer to use an uncomfortable amount of indirection. 
When nanocoding, a programmer can seldom specify the 
operands of an operation directly; instead he must usually 
specify a field whose contents will select the cperands. 

The Lizard language allows a programmer to explicitly name 
his operands and for efficiency also allows him to use 
indirection if he cares to. Also, an alert nancprogrammer 
will occasionally notice opportunities to use values encoded 
in indirect operand selectors, for more than one purpose. 

If he takes advantage of these opportunities he runs the 
cvisk of being forced to drastically modify the organization 
of his program should even minor changes be needed later. A 
Lizard translatcr could easily be made to recognize sharable 


fields with no inconvenience to the programmer. 
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How high should be the level of the language accepted 
by a translator to nanocode? To answer this question one 
must consider the applications to which the translator will 
be put. If the translator is to be used for preduction 
microprogramming then efficiency is the utmost 
consideration. An inefficient emulation will degrade the 
performance cf all programs run on the emulated computer. 
Efficient nanocoding is difficult unless the pregrammer has 
intimate control of every register and function in the 
machine. This type of control would be difficult to provide 
in an algorithmic language. The efficiency of the output 
code would depend on a translator that used highly 
sophisticated optimization techniques if the language was to 
bear more than a superficial resemblance to an algorithmic 
language. On the other hand, if the translator is to be 
used in computer-architecture research situations, where 
programming time is a more important consideration than 
running speed, then an algorithmic language would be the 
most desirable. 

In any case the problem of translating a sequential 
assembly-like language to nanocode is a Significant subset 
of the problem of translating an algorithmic language to 
nanocode and is not an unreasonable point at which to begin. 
Furthermore, the process of translating an algorithmic 
language to a sequential assembly-like language is a well 


developed topic in computer-science literature. 
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The main consideration in designing the format of a 
Lizard statement was regularity cf syntax. A scheme whereby 
Lizard statements resembled English sentences was rejected 
because the relationship of keywords to operands became more 
intricate as the meaning of the statement became more 
explicit. A simpler format was chosen whereby each Lizard 
statement has a header part which is followed by a list of 
keyword parameters. The header part, in general names an 
operation that is commanded by the setting of a single bit 
in a T-vector. The keyword parameters indicate the settings 
of encoded fields in a T-vector or K-vector that modify the 
Operation specified by the header. The parameters are also 
used to specify the transfer of values to F-registers. 

These F-register transfers could be specified in separate 
statements, but coding them in the same statement as the 
operation for which they are being performed, makes a 


program shorter, and possikly easier to read. 


3.2 Some Specific Design Considerations 
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Branch Statements. Each nanoword in a nanoprogram must 


contain the operations necessary to load the Nano- 
Instruction Matrix with the next nanoword to be executed. 
Thus, in order to maintain normal instruction flow, a 
straight-line segment of a Lizard program that, when 
translated, occupies more than cne nanoword, must have extra 
operations inserted into it that were not specified by the 


programmer. These operations would set up and use the 
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contents cf the Nano-Program Counter and the NOD Register. 
BecauSe of this, Lizard is not able to give full control of 
these registers to the programmer but instead forces him to 
identify his branch operations in a Single statement and 
expands these into nanoword fetch sequences. 

re Operations. Main-store accesses are a 
fundamental part of most nanoprograms but are alsc one of 
the more complicated basic operations on the QM-1. Simple 
main-store reads and writes use two wait loops, one for the 
memory—fetch cycle and one for the memory-restore cycle. To 
Simplify these operations for a programmer Lizard has 
Single-statement main-store operaticns that expand into the 
appropriate wait loops. This is a violation of the 
principle that Lizard should be an assembly-like language 
but perhaps a justified one. It would be possible to supply 
a Lizard programmer with more elementary main-store 
statements but this would eliminate the possibility of 
certain types of optimization by the translator and would be 
more complex for a programmer to uSe. 

Micro-Instruction Fetches. In a set of nanoprograms 
that implements a set of micro-instructions, the most 
commonly recurring sequence of operations will be the one 
needed to fetch the next micro-instruction and jump to its 
emulation. Recause this sequence is not trivial, Lizard has 
statements that expand into the two common microfetch 
conventions: the simple-fetch convention and the prefetch 


convention. The form of these statements is flexible enough 
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that a programmer can specify almost any combination of the 
operations that can be part of a microfetch, and thus, 
almost any microfetch convention could be invented. 

The Preprocessor. The Lizard language definition 
includes preprocessor expressions that are evaluated into 
Simple integers or strings and a provision for conditionally 
including or excluding a set of Lizard statements from a 
compilation. The familiar macro facility common in assembly 
languages, is not provided. In general, in order to use 
Nanostore economically, a sequence of steps that is needed 
more than once should be made into a nanocode subroutine or 
a common tail word. There are a few cases where this is not 
possible, such as micro-instruction fetches, but these are 
taken care of by special Lizard statements. 

The Lizard language has hundreds of keywords but has no 
reserved words. This is a result of the fact that user- 
defined variable names are needed only in preprocessor 
expressions; the actual program must use register names. 
Since Lizard preprocessor expressions are adequately 
delimited from Lizard statements, a translator will have no 
trouble distinguishing variable names from keywords. 

Translator Output. The Lizard language definition in 
Appendix A assumes that a Lizard translator will cutput 
nanocode, suitable for input into the nano-assembler, rather 
than a binary load module. There are several reasons why 
this seems to he the best strategy. 


® Translating a Lizard program into a nanoprogram will be a 
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Slow and costly process. If the output is a readable 
manoprogram then a programmer will be able to make minor 
modifications directly to the nanocode rather than to the 
Lizard source. 

e When a major change to a Lizard program is made a 
programmer would want to be able to retranslate only 
those mcdules in which changes had been made. But at 
present there is no nano-linkage editor and all 
interacting parts of a nanoprogram must be nano-assembled 
together in order to get a nanoprogram load module. 

e It seems highly unlikely that a Lizard translator could 
ever produce as efficient nanocode as a good human 
programmer. A programmer might therefore want the option 
of being able to optimize critical portions of the 
translator output and mix translator-produced nanocode 
With hand-written nanocode. 

To facilitate the mixing of nanocode modules, the nano- 
assembler label syntax was adcpted for Lizard. By declaring 
a label in a Lizard program to be an entry point (via the 
Lizard ENTRY statement) any label in a Lizard program may be 
used by an external nanocode module. Declaring a label in 
an ENTRY statement ensures that the label will fall ona 
Nanoword boundary. This may not happen for an internal 
label if the branch operation that uses the label can be 
translated into a skip operation rather than a branch. The 
translator will also ensure that the label appears in the 


output nanocode even if there are no references to it. By 
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declaring a label to be external (via the Lizard EXTERNAL 
statement) any label in an external nanccode module may be 


used by a Lizard progran. 


he Translation of Lizard 


— Sa Se ere See. — 


In the subseguent Chapters, each aspect of translating 
a Lizard program into nanocode will be examined. The 
reasons for some of the steps will not be clear until the 
problems that arise in other steps have been examined. 
Ignoring these complications, the process of translating a 
Lizard program intc nanocode can be summarized as having 
four major parts. 
1) Expand each Lizard statement into its individual 
elementary operations. 
2) Build a graph to represent the possible parallelisna 
in the source program. 
3) Insert into the graph, the timing constraints that 
must be observed 
4) Schedule the operations in the graph into T-vectors 
and output the generated nanocode. 
The first item in this list is fairly simple: Appendix A 
contains the details needed for doing this. Items 2 and 3 


are discussed in Chapter IV and the last one is discussed in 


Chapter V. 
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CHAPTER IV 


BUILDING THE PROGRAM-PARALLELISM GRAPH 


4.1 Detecting Parallel Operations 
A great deal of research has been done on the problen 
of recognizing possible parallelism in a program, most of it 
with the aim of implementing a high-level language compiler 
for a parallel-processor environment. Baer [6] presents the 
conditions which guarantee that two program statements can 
be perfcrmed in parallel. He classifies the memory 
elements! used by a statement S(i) into two sets: 
1) I(i), which contains the memory elements used only 
as inputs by S(i), and 
2) O(i), which contains the memory elements used as 
outputs by S(i).- 
Throughout this thesis the members of the set I(i) are 
called sources or inputs and those of O(i) are called sinks 
or outputs. 
Two statements S(1) and S(2), coded sequentially in 
that order, may be executed in parallel (with any type of 


overlap) or have their order of execution reversed if three 


— See ee ae 


1 The term "memory element" refers to registers and bit 
flags as well as memory locaticns. 
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conditions are met: 


C(1) n I(2) = 6 (4.1) 
ae) Tey es (4.2) 
Cian 0 (2). =, > (4.3) 


where: n" represents intersection and 

"Oo" represents the empty set. 

The first condition ensures that S$(2) does not require 
results computed by S(1).- The second condition ensures that 
S(2) will not destroy the contents of memory elements input 
by S(1) before they are used. The last condition ensures 
that the final state of all memory elements will be the same 
tegardless of the order in which S(1) and S(2) are executed. 

For a continuous segment cf code containing no branches 
or loops these conditions can be tested between ali pairs of 
statements to discover which statements must retain their 
coded order of execution. The result could be represented 
by a graph where the nodes are statements and a directed 
edge between two nodes indicates the order in which the 
statements must be executed. I shall call this graph the 
Program-Parallelism Graph (PPG)- 

For this method to be correctly applied to a Lizard 
program, it must be modified a galon Baer's definition of 
the set I{i) excludes memory elements that are inputs to a 
statement if they are also outputs. This is done to ensure 
that I(i) and O(i) contain no common members, since 
otherwise some nodes in the graph would have two edges 


linking them. For instance, if. statement S(1) used a memory 
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element M as both a source and a sink, then conditions 4.2 
and 4.3 would each generate an edge to statement S$(2) if 4M 
was a member of O(2). Similarly if S(2) used a memory 
element N as both a source and a sink then conditions 4.1 
and 4.3 weuld each generate an edge from statement $(1} if N 
was a member of 0(1). For the type of application that Baer 
was concerned with, the condition which generated an edge 
between twce nodes is irrelevant, since all edges have the 
Same meaning. For analysing parallelism in a nanoprogran, 
however, the condition that generated an edge between two 
nodes must be known because each imposes its own type of 
timing constraints on the scheduling of two nodes (see 
section 4.4). Thus the definition of I(i) should be 
modified so that it includes all memory elements used as 
inputs by S(i) even if they are also used as outputs. 
Allowing two nodes to be linked by two different edges does 
not cause any serious problems, although it may slow down 
subsequent processing of the graph produced. The extra 
edges could be eliminated by a "patch" to a program buiiding 
the graph, that allows only the edge with the most severe 
timing constraints, to be inserted. 

For most applications, an analysis of parallelism must 
include a test that ensures that two statements to be 
executed simultaneously do make any conflicting usages of 
computational units. There are two characteristics of the 
QM—1 that make such a test unnecessary here. 1) Most 


computational units in the QM-1 can be used only by also 


a ves se3 ood * soar 
vues b sang rE arena ea 


bit ah ses th apo apAy ante et SAINTE 6 pa te. 
TN dee , 
w FE (hyp? 4 fudgodeda: hors coh» ns ofexensb! 38a bhode pub Ne oo | 


gore tHid anidmoiigas ¥s ogg? nas soi. O70 “To oeeeee ven 7 


oehe fu Dedegedey  Wstity waht Minas oie (hi be ‘ton teores “sv > 
f 


SS 


ead aved * vhe® ITs este, ,tatsaie3 s+ a2 shine oe? aeoered® 


ear = 
eSaaQor Teas & Hs eelie lle, pareyiads.w «~ ch Gnee couse AT 


nel sav iad “oplie te fetsisnep 28d8 @ alr roio9 S43  jovewod 


ap 


26 wee) ney eth nerctad Ages eamerid quod’ ne taee aobon 


2) Acit.ood to sii lvGatiws 2a) 16 eraiseit #2009, nnlety 


uPohipde gy? to. gortraecteh ‘et aut «tel rol tae oa 


an Weel sea teeke ¢xceee Diu Betwloa 22 1ea? ee estyabout : 
‘aeidna aaefety' cule (oun Puls 2h weve Cre ts ‘eougee 
Aa 


each snyAs tasaetdip oes wi hesnebio of ‘ebOt ows parvolt® : 


awod Was veo 42 doveds in ,zautiow voostes” cue ew Ti +005 
Aaes) WI? .s heswhorg Aqeap: ‘alsa Kd hshsehig suvvpandu, 
are ttod LepoWy eos wdess AQ pol Goteabes ta" a hinge a = 
gierss frse a7 Otte pie bad vihae avolln 0% ytqetp on i ; 
Jes oF Sef EeETENIOD yates! 


H2604 iy = ‘Fone fot 


- 


sation A 19 Ske cn ni 98 


ine : ee 


Mw — oh 


> uf ; 


34 


using the associated F-registers. Two statements that both 
use such a unit will thus have an inherent memory-element 
usage conflict and will have their seguential order 
preserved. 2) Each computational unit can be used only by 
setting specific bits or fields in a T-vector; therefore, 
conflicts can be detected and eliminated at scheduling time 
and need not be discovered while building the PPG. 

A preliminary algorithm to build the PPG will now be 
presented. The efficiency of the algorithm will not be 
analysed; it is presented principally to provide a basis for 
further discussion. Changes will be made to the algorithn 


as the discussion proceeds. 


ee ee ere ee 


Maintain a Memory Element Usage List (MEUL), initially 
empty, with records of the form: 


aay py Free | 
Pee DN eel 
SS eee 
where: 
M is a memory element code 
N is the number of a node in the PPG that uses the 
location named by M 
F is a flag indicating whether N uses M as an input, an 
output or both 


Process the statements in the input program sequentially 


from first to last and perform the following steps at each 
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1) Create a node to represent the Current statement in 
the Program Parallelism Graph. 

2) If any memory element in the input set I(i) of the 
current statement appears as an output memory 
element in the MEUL then create an edge from the 
nede that uses it as an output, to the current node. 
This applies condition 4.1. 

3) If any memory element in the output set O(i) of the 
current statement appears as an input or output 
memory element in the MEUL then create an edge from 
the node that uses it, to the current node. This 
applies conditions 4.2 and 4.3. 

4) For each memory element in the input set I(i) and 
the output set O(i) of the current statement add one 
record to the MEUL to indicate that they are used hy 


the current statement. 


By applying this algorithm, every usage of a memory 
element will be tested against every other usage for 
violation of the three conditions 4.1, 4.2 and 4.3. When 
this algorithm is used by a Lizard translator it should be 
applied to the elementary instructions generated by each 
Lizard statement, not to the Lizard statements themselves. 

To simplify further processing and use of the PPG 
produced by algorithm 4.1, each independent program unit 


should be headed by a BEGIN node and trailed by an END node. 
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An edge will he added to the PPG from the BEGIN node to each 
node with no predecessors, and another from each node with 


no successors, to the END node. 


The memory elements that can be referenced by an 


elementary operation in a nanofrogram are listed in Table 4. 


Table 4. QM-1 Memory Elements 
no. Memory element 
es 2 32 F-registers 
335-864 31 local-store registers 
65 - 67 A, B and C fields of LSR(31) 
655-699 32 external-store registers 
100 -— 108 9 RMI registers 
109 CCD Register 
110 MOD Register 
111 COH 
112 CIH 
113 Micro-Operand Buffer 
114 Main Store contents 
115 Control Store contents 
116 Nanostore contents 
117 NOD Register 
118 NPC 
119 Super Direct MS Access bit 
t205— 127 KA, KB, KSHC, KALC, KSHA, KS, KX, KT 
128 ALU Status Enable 
129 Shifter status enable 
130 Direct MS Access bit 
131 KN 
i 2 LOPLD 
133 - 140 8 External Channel Registers 
141 Interrupt bits 


If a numeric code were assigned to each of these memory 


elements the code could be used in the M field of a MEUL 
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record. Unfortunately there are certain complications that 
should be fointed out. Local-store register 31 is 
represented in the table by its three subfields A, B and C 
(see chapter 1). Each of them individually, A and B 
together or A, B and C together can be referenced as a 
source or sink by a statement. Thus the MEUL weuld have to 
be constructed so that a usage of LSR(31) as a source or 
Sink would ke recognized as a use of A, B and C, and a usage 
of A would imply the use of LSR(31) but not of B orc. A 
Similar problem arises with local-store and external-store 
meneatee references. As will be elaborated in section 4.3, 
it is often not possible to determine exactly which local- 
store or external-store register is being used by an 
operation. Thus an entry in the MEUL must be able to 
specify the set of registers that could be a source or sink 
to an operation. It is even possible for a main-store 
operation to use a register as a source or sink and not 
specify whether the register it is using is in Local Store 
or External Store. 

For these reasons the M field of an entry in the MEUL 
can not be a simple code that names the memory element used 
by a node. One viable approach would be to have all local- 
store and external-store locations (including A,B and C) 
represented by the same code in an MEUL record, but when 
that code occurs, the record also contains a 66 bit mask 
that specifies exactly which of the registers and fields 


this entry could be naming. The mask could be easily 
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compared with another mask when it was necessary to test 
whether the set of sources and sinks of two statements 
intersected. It is important to note that the mask would 
not name all the possible sources and sinks of a node but 
would instead be describing a single source or sink toa 
node. 

The three buik-storage units, Main Store, Control Store 
and Nancstore appear in Table 4 as a single memory element. 
This may seem to drastically reduce possible algorithm 
parallelism but, in fact, does not. Any reference to a 
bulk-storage unit must utilize specific memory elements (F- 
registers and output-data registers). Conditions 4.1, 4.2 
and 4.3 will create edges to ccnnect nodes that use these 
memory e1see nts and will thereby always disallow the 
interchanging of the order of execution of two bulk storage 
accesses to the same unit. 

Some of the memory elements listed in Table 4 cannot 
have their value changed under program control and thus 
would seem not to belong in the table. However, their 
functions are such that it is convenient to treat them as 
modifiable in order to simplify the structure of the Lizard 
language and the steps in the scheduling process. 

The eight External Channel Registers (133 to 140 in 
table 3.1) are part of the channel controllers. There is no 
single physical register in the controllers that could be 
called an External Channel Register but for the purpose of 


Algorithm 4.1 this treatment is adequate. They were 
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invented so that the I/O line transmiSsion delay time (5 T- 
periods) could be handled uniformly with all other timing 


constraints. 


4.3 Determining the Sources _ and Sinks of a Node 

To apply Algorithm 4.1 to a Lizard program, one must be 
able to determine which of the memory elements in Table 4 
are used as sources and sinks by each of its elementary 
Operations. Appendix B lists all the possible sources and 
sinks of each type of elementary operation and the 
conditions under which a memory element will actually be a 
source or sink for each operation. 

Note however that usually when Local Store or External 
Store is the source or sink of an operation the actual 
register being referenced is selected by the contents of an 
F-register. Thus they are indirectly addressed registers 
(IA registers). Since the value in an F-register can be 
determined at run time as the result of a computation of 
arbitrary complexity, a compiler would not in general be 
able to determine which of the IA registers are actually 
used by an cperation. Indeed, because of the power of the 
computational units attached to F-store, a compiler could 
not always determine whether the computations cn F-Store 
even terminate. This is a fundamental problem with applying 
traditional parallel-analysis algorithms to nanoprograms. 


The situation is not as grave as it would seem at first 


glance. It is actually seldom useful to select, by 
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computation, the registers that one is using in a progran. 


To take advantage of this fact, Lizard statements that use a 


local-store or external-store register as a source or sink 


are designed to allow the programmer to explicitly specify 


which register is being referenced. When this feature is 


used, then the compiler will know exactly what registers are 


sources and sinks and the application of Algorithm 4.1 is 


Simple. 


There are nevertheless some cases where a programmer 


Cannot specify the registers that he is using ina 


statement. For example: 


1) When a nanoprogram is used to implement a micro- 


2) 


3) 


instruction, the A and B fields of the micro- 
instruction usually select local-store registers 
that are to be operated on. In this case there are 
eften some constraints on the possible values that A 
and R can contain, but it must be possible to handle 
a range of values. 

Part of a nanoprogram could be a subroutine used in 
several places by the nanoprogram. In this case the 
subroutine could be expected to receive parameters 
(passed via F-store, HCLD or HOLD2) that selected 
the registers to be operated on by the subroutine. 
There may exist algorithms whose implementation is 
greatly shortened if their register operands are 


selected by computation. 


The easiest way to handle all three cases is to treat 
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each imprecise reference to Local Store as a possible 
reference to any part of Local Store. If this were done, 
Algorithm 4.1 would retain the sequential ordering of 
references tc IA registers that was coded in the source 
program. This is a rather drastic sclution; remember that 
the local-stcre registers are the general-purpose registers 
of a nanoprogram and hence one does not want to overly 
restrict possible parallelism in their use. 

Ancther approach is to expect the programmer to use the 
Lizard-language feature that allows him to declare the set 
of registers that contains each IA-register reference. For 
most applications this would not be an excessive hardship, 
especially if program data-flow analysis was used to assist 
him. Program data-flow analysis (see Allen and Cocke [15]}) 
was devised to assist in the optimization of the code 
produced by algorithmic-language translators. fThis 
procedure computes the range of statements that can be 
affected by each value-assignment statement in a progran. 

It can be used by a Lizard translator to propagate through a 
program, information that a programmer supplies about a 


register selector that he is using. 


4.4 Timing Constraints 

The ccennectivity graph produced by Algorithm 3.1 shows 
the precedence relation of two nodes but does net contain 
the timing constraints placed on their scheduling. Because 


the timing constraints will be required by two independent 
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passes over the graph it is convenient to compute them once 
and store them in the graph itself. Each directed edge in 
the precedence graph will have a number associated with it 
that will specify the minisum number of T-pericds that must 
elapse between the execution of the nodes that the edge 
connects. This number is called the "timing distance" 
between two nodes. Each of the three conditions specified 
in equations 4.1, 4.2 and 4.3 generates a particular type of 
directed edge which shall be called type 1, 2 and 3 
respectively. Each type of edge has its own reason for 
placing a timing restriction on the relative scheduling of 
its predecessor and successor nodes. 

A type 1 edge connects two nodes if the predecessor 
node is preparing a value in a memory element for the 
successor node. As explained in Section 2.3, a new value 
dieeea in a register must remain stable long enough to allow 
it to propagate through the circuitry attached to that 
register. The timing distance for a type 1 edge depends on 
the type of memory element being prepared and the type of 
the successor node. These times are shown in Appendix B. 

The nctation used in Appendix B, works well for all 
cases except one. If the predecessor node is an operation 
in the 18 bit domain that sinks to LSR(31) and the successor 
is an operation in the 6 bit dcmain that sources from the A, 
B or C subfields of LSR(31), then the timing distance 
between the nodes must be two T-periods rather than one. 


This is the only case where the timing distance for a type 1 
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edge depends on the type of the predecessor node. 

A type 2 edge states that its successor node may not 
overwrite some memory element whose current value is needed 
by its predecessor. The timing distance for a type 2 edge 
is usually zero T-periods, that is, the successcr node can 
be scheduled into the same T-period as the predecessor node. 
Again this is due to propagation delays through the 
circuitry; the change in value caused by the successor node 
will come too late to affect the operations that use the old 
value. Some elementary operations have sources whose value 
Cannot ke changed in the same T-step that they are used. 

For example the value of FMOD cannot be changed in the same 
T-step in which a GATE MS is performed. All such cases are 
indicated in Appendix B. 

A type 3 edge states that the two connected nodes both 
output values into the same memory element and that the 
value prepared by the successor node is the one that must 
ultimately remain. The timing distance required by a type 3 
edge is one T-period, which means that the two nodes must be 
scheduled into different T-steps. 

With the addition of the timing constraints to the 
Program Parallelism Graph the course of further processing 
diverges drastically from other parallelism analysis 
algorithms. Some edges in the graph that would be redundant 
now contain essential information. And the inclusicn of 
branch statements in the the PPG becomes more ccmplicated, 


as shall be discussed next. 
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4.5 Branch Statements 

Nanocode is probably the only machine language in which 
branch operations are not really needed. This results fron 
the fact that the QmM-1 has two levels of microprogram 
control (microcode and nanocode) and that a conditional jump 
micro-instruction can be implemented by a nanofrogram that 
has no branch or skip instructions (see appendix C). The 
set of micro-instructions that could be implemented would be 
somewhat restricted but could still be used to emulate any 
desired main-store machine. However it is not the purpose 
of Lizard te impose this type cf constraint on 
nhanoprogrammers, so let us now consider the preblem of 
Cepresenting branch statements in the program ccnnectivity 
graph. 

The method of detecting parallel operations described 
in Section 4.1, was proposed only for branch-free code 
segments but it can be adapted to work for programs 
containing branches. Consider a program as being divided 
into sections where each branch statement or label statement 
in the program is a boundary between two sections. The 
algorithm used to build the PPG must meet Several 
requirements. 1) It should find parallelism between 
statements in the same section but keep the sections 
independent and in the same order as in the source program. 
2) Branch operations have no output values but they do have 
inputs. The algorithm must ensure that the timing 


constraints for these inputs are met. 3) Timing constraints 
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must be observed between statements that are logically 
adjacent even if they are lexically separate, and between 
statements cn either side of a branch statement. The 
following paragraphs will explain these requirements and 
discuss how they can be met. 

When a nanoprogram is executing, several elementary 
operations and data transfers can be going on in parallel, 
but there is cnly one flow of control in the program. For 
this reason there is no advantage to representing two 
alternative control paths of a program as independent 
branches of the PPG. The two control flow paths must 
eventually be placed sequentially into logicaily contiguous 
streams of T-steps and the order in which they appeared ia 
the source program is aS good as any. Thus, when Algorithm 
4.1 encounters a branch statement it should create an edge 
from all nedes that currently have no descendants, to the 
branch node. Also, all nodes generated by the frogran 
section that follows the branch should be made descendants 
of the branch node (not necessarily immediate descendants). 
The edges to and from a branch node that were net generated 
by Conditions 4.1, 4.2 or 4.3 are called control-flow edges. 
The same should be done for labelled statements except that 
a label node should be created and the control-flow edges 
attached to this node rather than the nodes that might be 
generated by the labelled statement. A control-flow edge 
leading to a branch node or frem a label node should specify 


a timing constraint of zero T-periods since the predecessor 
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and successor of this type of edge can be scheduled into the 
Same T-vector. A control-flow edge leading from a branch 
node or to a label node should specify a timing constraint 
of one T-period since such edges connect nodes that must be 
scheduled into separate T-vectors. 

The addition of control-flow edges will preserve the 
ordering that existed in the scurce program of control nodes 
with any cther node and thus will strictly maintain the 
control structure of the program. However there is still 
the problem cf maintaining adequate timing distances between 
nodes that are lexically separate but logically adjacent. 


Consider for instance the fcllowing Lizard program segment: 


1 ALU, OP=ADD, LEFT=LSR(5), RIGHT=LSR(6), # 
| RESULT=LSR (4) 
¢ TEST FOR RESULT NOT ZERO ¢ 
2 GO TO PAST, COND=RNZ, COND TYPE=LOCAL 
3 ALU, OP=INCR LEFT, LEFT=LSR(4), RESULT=LSR (4) 
4 PAST: NO OP 
5 SHIFTER, OP=LEFT ARITHMETIC, AMOUNT=1, # 
INPUT=LSR(4), RESULT=LSR (4) 
This program: 
1) Adds the contents of local-store registers 5 and 6 
and stores the result in local-store register 4. 
2) Branches to the statement labelled PAST if the 
result computed is not Zero. 


3) Increments local-store register 4 by one. 
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4) Uses a NO OPeration statement to hold the label PAST 
in crder to Simplify the discussion of timing 
constraints. 

5) Shifts the contents of local-store register 4 left, 
one position, arithmetically. 

The character "#" is the statement continuation marker. 

Statement 5 uses local-stcre register four as an input 
and hence, according to Appendix B, should be scheduled two 
T-periods after statement 3 and two T-periods after 
Statement 1. To meet the second timing constraint the 
scheduler must insure that the timing distance from 
statements 1 to 2 plus the timing distance from statement 4 
to 5 will be at least two T-periods. Timing constraints 
like these will not always be as difficult to violate as 
they ae in this example, nor will they always he as easy to 
discover. The problem is especially complicated by label 
nodes that are the target of backward-looking branch 
statements and by shared code segments. 

A general-purpose solution, that will correctly handie 
all possible uses and abuses of branch statements, would be 
to ensure that the timing distance from a label node to all 
its successors (not just immediate successors) is sufficient 
to meet all possible requirements of the successor node. 
This is not really a bad solution to the problem. Label 
nodes are considered to be leading-edge nodes and there are 
usually many housekeeping operations (6-bit transfers) to be 


performed between the label node and a major computation 
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node, that will require only one T-period of timing distance 
from the label node. Thus few T-vectors are likely to be 
wasted. Note also that simply stretching a labeled T-step 
will provide enough timing distance to schedule almost any 
operation into it; only those operations requiring three or 
more T-periods since the setting of their sources (and there 


are very few) would be excluded. 


A large graph such as the PPG, is usually stored as a 
boolean connectivity Matrix, because this permits the 
processing algorithms to be fast and simple. In this method 
of storage, if there are n nodes in the graph then an n by n 
boolean matrix M is required. The entry in the i-th row and 
the j-th cclumn of M, (i.e., M(i,j) ), is Set tc one (true) 
if there is an edge from node j to node i, otherwise M (i,j) 
is zero (false). This method could be adapted for storing 
the PPG by using M(i,j) to hold the timing constraint 
imposed by the edge from node j to node i, rather than 
simply a zero or one. Since zero is a valid timing 
constraint for an edge in the PPG, some other value must be 
used in M to represent the fact that no edge exists between 
two nodes. 

If a connectivity matrix for a PPG was stored as a full 
square array it would occupy a great deal of stcrage. A 
Lizard program that generates 250 nodes (approximately 250 


nanoprimitives) would not be unusual for its size but it 
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would reguire 2502 (= 62.5 K) bytes of storage for its 
connectivity matrix alone. This would occupy almost half of 
the memory of the Nova emulation that supports the QM-1 
software. Fortunately a connectivity matrix is usually very 
Sparse. Suppose we represent the density of a connectivity 
matrix by a density factor f, defined as £ = e/n, 
where: e is the number of edges in the graph that the matrix 
represents, and n is the number of nodes. At the end of the 
next section, I show that with certain proposed improvements 
to Algorithm 4.1, the lower and upper bounds on f will be 1 
and 5 respectively, and that 3 can be taken as an acceptable 
expected value. This means that the connectivity matrix 
would have less than 5n non-null entries and thus would be 
less than 5Snyn2 = Syn full. Therefore a 250-node Lizard 
program would generate a connectivity matrix that is less 
than 2% full. The use of sparse matrix storage techniques 
seems to be called for but would result in a trade-off: the 
size of the icngest permissible Lizard program would be 
increased but the translation process would be slower. 
Suppose a linked-list strategy was adopted for storing 
the sparse matrix that represents the PPG. The processing 
algorithms to be presented in Chapter V must be able to 
determine both the immediate predecessors of node k, which 
are indicated by the entries in row k of M, and its 
immediate successors which are indicated by the entries in 
column k. Therefore a two dimensional linked list strategy 


would be needed where entries in the matrix could be reached 
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either by following down the column links or across on the 
Cow links. ‘This type of storage for sparse matrices is 
described by Knuth [7, pp 299 - 301]. Each record in the 
linked lists would have five fields: 

1) row number of this record (2 bytes), 

2) column number of this record (2 bytes), 

3) pointer to next record in this row (2 bytes), 

4) pointer to next record in this column (2 bytes), and 

5) the timing constraint of the edge represented by 

this record (1 byte). 
Thus each edge in the PPG would require nine bytes of 
storage and there would be an additicnal overhead of 4 bytes 
per node fcr pointers to the first record in its column and 
its row. This would mean that a connectivity matrix with a 
density factor f£ and nm nodes would benefit from this storage 
technique if (9f+4)n was less than n2; i.e., n must be 
greater than 9f+4. Thus a connectivity matrix with a 
density factor of 3 and more than 31 nodes, could be stored 
more compactly as a linked list matrix than as a full 
matrix. 

Another way to store the PPG would be as a linked graph 
structure. Since the processing algorithms to be presented 
in Chapter V traverse the graph both from top tc bottom and 
from bottom to top, each node in the PPG would need two 
lists associated with it: one that listed all the immediate 
descendants of the node and the timing constraints of the 


edges to them, and the other a Similar list of the immediate 
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predecessors of the node. Each record in these lists would 
have three fields: 

1) a pointer to the immediate-descendant (cr immediate- 

predecessor) node (2 bytes), 

2) the timing constraint of the edge (1 byte), 

3) a pointer to the next record in the list (2 bytes). 
Thus an edge could be represented by 5 bytes in one of these 
lists. Note, however, that every edge in the graph would 
appear in two lists: the descendant list of its predecessor 
and the predecessor list of its descendant. The entries 
would be unique and could not be shared. Thus every edge 
would require 10 bytes of storage and with the two list 
pointer fields in each node, the PPG would require (10f+4)n 
bytes of storage. A linked graph would therefore not be as 
compact as a Sparse connectivity matrix but would probably 


require the same amount of time for processing. 


Many algorithms exist for finding the transitive 
reduction of a boolean connectivity matrix (Baer [16], 
Simoes [17], Hsu [18], Aho et als [22] ). When used they 
will eliminate an edge between two nodes if the nodes are 
also connected by a path of length greater than one. (The 
connectivity representation of a node allows only one edge 
between two nodes hence there cannot be another path of 
length one.) The edges removed in this fashion are truly 


redundant and their only effect is to slow down further 
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processing of the connectivity matrix. Nevertheless, the 
transitive reduction algorithms have a computational 
complexity of order n2, whereas the algorithms that use the 
matrix later have complexities of order n. Thus it is 
doubtful whether time spent reducing the matrix would be 
regained in later processing. Furthermore, it would not be 
trivial to nodify these algorithms so that they can be used 
to reduce a graph with weighted edges such as the PPG. In 
any case in the course of the reduction process, they 
produce the transitive closure of the connectivity matrix 
which is by no means a sparse matrix. This would eliminate 
the possibility of using sparse-matrix technigues for 
storing the PPG. 

If one is using a sparse matrix for storing the PPG 
then it is more important to keep the number of its edges to 
a minimum from the very start, rather than eliminating then 
afterward. Algorithm 4.1 lends itself to some simple 
modifications that will both reduce the number of edges in 
the PPG and keep its Memory Element Usage List (MEUL) from 
growing excessively icng. As it has been described, 
Algorithm 4.1 will compare each usage of a memory element by 
a node with every lexically preceding usage of the same 
memory element, and test for the violation of Ccnditions 
4.1, 4.2 and 4.3. However this would mean a great deal of 
needless comparison if label nodes are treated as described 
in Section 4.5. The purpose of creating an edge btetween two 


nodes is to ensure: 1) that they are scheduled in the 
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correct order and 2) that they are separated by an adequate 
timing distance. Since all nodes lexically preceding a 
label node will be a predecessor of the label node, and all 
nodes lexicaily following a label node will be successor 
with adeguate timing distance from the label to meet all 
possible requirements; therefore there is no need for any 
edges joining nodes that appeared on different sides of a 
label node. Thus, when Algorithm 4.1 is sequentially 
processing the nodes generated by a program, and a label 
node is encounterred, it can discard the entire MEUL, since 
memory elenent usages that precede the label node are no 
longer important. 

An interesting property of the three parallelisn 
conditions can also be used to reduce the number of edges in 
the PPG. Conditions 4.2 and 4.3 taken together, ensure that 
if a node N(j) uses a memory element W as a sink, then it 
will have an edge to it from all lexically preceding nodes 
that use W as either a source or a sink. Furthermore, 
Conditions 4.1 and 4.3 taken together ensure that node N(j) 
will alse have an edge from it to all lexically succeeding 
nodes that use Was either a source or a sink. Thus, 
considering only the precedence information that an edge 
implies, memory element W should not be allowed to cause the 
insertion of an edge from node N(i) to node N(k), if N(i) 
precedes N(j) and N(k) follows N(j).- 

Consider now the timing infcrmation contained in an 


edge. When W would have added a type 2 or 3 edge from N (i) 
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to N(k) then a type 3 edge will exist between N(j) and N(k). 
Since a type 3 edge carries a more severe timing constraint 
than a type 2 edge, no edge is needed between N(i) and N(k). 
Similarly in cases where W would have added a type 1 edge 
from N(i) to N(k) then one of two conditions will result, 
either: 1) a type 1 edge with the same timing ccnstraint 
will be created from N(j) to N({k), or 2) the sum of the 
timing distance of the edge from N(i) to N(j) with the 
timing distance of the edge from N(j) to N(k) will be 
greater than or equal to the timing distance of the edge 
that would have been created from N(i) to N(k). Thus no 
edge is needed from N(i) to N(k). This rather elaborate 
proof can be replaced by a simple intuitive argument. If a 
node replaces the contents of a memory element by sinking to 
it, then no node that follows it can have any interest ina 
previous value that the memory element may have contained. 

Algorithm 4.1 can easily make use of this froperty of 
the three parallelism conditions. After Algorithm 4.1 has 
added all the reguired edges tc node N(j) then all existing 
references in the MEUL to the sinks of N(j) Should be 
deleted, then the sources and sinks of N(j) can be added to 
the MEUL. By deleting entries in the MEUL the total number 
of edges in the PPG will be reduced. 

Let us now attempt to estimate the density factor f of 
the connectivity matrix that the improved Algorithm 4.1 
would produce. Type 1 edges represent the fact that the 


predecessor node is preparing the value of a memory element 
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for the successor node. Every node will have at least one 
type 1 edge leaving it and a few will have two cor three. A 
PPG in which every value placed in a memory element was used 
later by two different nodes would be unusual. Thus for the 
total number of type 1 edges per node we can estimate a 
lower bound of one and an upper bound of two. 

Type 2 and type 3 edges can only arise for memory 
elements that have their values set more than once between 
label nodes. With the changes that have been made to 
Algorithm 4.1, a node cannot have more than one type 2 edge 
or one type 3 edge leaving it, and there is a gcod 
probability that it will have none. Thus we can estimate 
the lower bound for the total number of each of these types 
of edges as being zero, and the upper bound as one. 

Control flow edges are the edges added to divide a 
program up into sections delimited by branches and labels, 
and thus their number depends primarily on the number of 
branches and label nodes. A PPG with no control flow edges 
could still represent a useful program and thus the lower 
bound on the number of control flow edges is zero. It would 
be difficult to imagine a PPG in which every node had a 
control flow edge attached to it, thus cne control flow edge 
per node weuld be a liberal upper bound. If we sum all of 
these lower and upper bounds on the number of each type of 
node then we get a lower bound of 1 and upper bound of 5 on 
the density factor f. (Five is not an absolute upper bound 


but it is a sensible upper bound for ncn-contrived 
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programs.) An actual density factor of about 3 would not he 


unteaSonable to expect. 
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CHAPTER V 


SCHEDULING THE PROGRAM-PARALLELISM GRAPH 


The previous chapter dealt with building the Program 
Parallelism Graph(PPG), this chapter is concerned with 
placing the operations represented by the nodes of the PPG 
into nanowords. The method proposed here is basically 
"demand-list scheduling" a standard technique used for 
scheduling tasks in multiprocessor environments. This 
method has been shown to produce non-optimal results (see 
for example Kehler [8] ) but it may be that no optimal 


algorithm for this type of problem exists [14]. 


5.1 Demand-List Scheduling 


SS a ee ee ee wee ee Se ee re ee ee Se = 


To apply demand-list scheduling to a Progran- 
Parallelism Graph representing a nano-program, the following 
data structures and items are needed: 

1) a list of nodes whose predecessors have all been 

scheduled, called the Schedulable-Node List (SNL), 

2) a nanoword image consisting of a K-vectcr image and 

four T-vector images, and 

3) a field in each node of the PPG, called the 

unscheduled-predecessor count (UPC). 


Initially the begin node of the PPG is placed on the 
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Schedulable-Node List and the first of the four T-vector 
images is made the "current" T-vector image. Nodes are 
taken from the SNL one at a time and fields in the K-vector 
image and the current T-vector image have their values set 
according to the operation specified by each node. If the 
K-vector or T-vector fields needed by the node being 
scheduled, are already allocated to another previously 
scheduled node then a test is made to see if the values 
encoded in the disputed fields can be shared by both nodes. 
If they cannct then the unscheduled node will be blocked 
from placement in the current T-vector. 

Since the begin node does not specify any operations it 
can be trivially scheduled into a T-vector without setting 
any bits or fields. When a node from the SNL is scheduled 
into a T-vector, the UPC field of each of its successors is 
decremented by one. When the UPC field of a node has been 
decremented to zero, indicating that it has ne more 
unscheduled predecessors, then that node is placed on the 
Schedulable-Node List. When nc more nodes from the SNL can 
be placed in the current T-vector image, it is retired and 
the next T-vector image is made current. When all four T- 
vector images have been retired the whole nanowcrd image is 
retired; the operations encoded in it are converted to nano- 
assembler format, and output. 

This is the basic process required for scheduling the 
PPG into nanowords; however, no mention has been made of the 


problem of meeting the timing constraints specified by the 
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edges in the PPG. Therefore some additions must be made to 
the Ayes method. The current T-vector image should have a 
number associated with it called the timing distance from 
origin (TDO). This number would be zero for the first T- 
vector of the first nanoword filled. For the n-th T-vector 
the TDO could be computed as 
TDO(n) = TDO(n-1) + S(n-1) (5.1) 

where: 

S is a function defined as S(n) = 2 if the n-th T- 

vector has its stretch bit set to one, and S(n)=1 

otherwise. 
In order to know the minimum timing distance frcem the origin 
at which a node can be scheduled, we must know the scheduled 
time from origin (STO) of each of its predecessors. A field 
in each node of the PPG should be reserved for holding this 
number. The STO field of a node that has been scheduled 
into the n-th T-vector can be computed as 

STO = TDO(n) 
for nodes representing leading-edge events, or as 
STO = TDO(n) + S(n) 

for nodes representing trailing-edge events. The function 
S(n) in this equation is the same one as in Equation 5.1. 

The minimum time from origin (MTO) at which a node can 
be validly scheduled, depends on the STO of its predecessors 
and its timing distance from each one. If a nede on the SNL 
has predecessors P(1), P(2).s ---2 P(m), and the edges fron 


these nodes specify timing distances of T(1), T(2), ---,e 
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T(m), then the MTO of the node is computed as 
MTO = Max { STO(P(1))4+T(1), STO(B(2))+T (2), 
ese, STO(P(m))+T(m) } 

A node on the SNL can be placed in T-vectcr n if its 
MTO meets the condition 

MTO < TDO(n)— 
for nodes representing leading-edge events, or the condition 
MTO < TDO(n) + S(n) (5.2) 
for nodes representing trailing-edge events. 

Note, however, that the value of S(n) changes 
dynamically as the n-th T-vector is being filled. If a node 
on the SNL cannot be placed in the n-th T-vector because it 
does not meet Condition 5.2, then, in many cases, which will 
be discussed later, the node can cause the stretch bit of 
the n-th T-vector to be set to 1 and thus change the value 
of S(n) frcem 1 to 2. S(n) can change value only if T-vector 
n is the current T-vector, but when it does change value, 
then all of the STO fields of trailing-edge nodes scheduled 


into the n-th T-vector must be updated. 


5.2 Assigning Scheduling Priorities 
The previous section suggests that the Schedulable Node 
List (SNL) should be searched sequentially for nodes that 
can be placed in the current T-vector image. However, 
scheduling a nede from the beginning of the SNL may prevent 


the scheduling of a later node, whose early placement is 


more important. One way to handle this problem would be to 
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maintain the nodes on the SNL sorted in decreasing order of 
some aSSigned scheduling priority. A true scheduling 
priority would be a function of the current situation (which 
nodes had been scheduled and when), but a method similar to 
critical path analysis can be used to compute a constant 
value that will be a good approximation. 

Critical path analysis (see for instance, Gear [9]) was 
developed to assist in the scheduling of industrial projects 
made up of a sequence of tasks some of which cculd be 
performed in parallel with others. The project is 
represented as an acyclic network (graph) whose nodes 
represent tasks and whose edges give the required partial 
ordering of the tasks. Critical path analysis can be 
applied-to such a network to find the Icngest path through 
the network. The length of the longest path gives the 
minimum duration of the project and no task on this path can 
be delayed without delaying the completion of the project. 
This path is called the critical path and its nodes are 
called critical nodes. All other paths with a length equal 
to the longest path are also critical paths. 

During the scheduling of a PPG, the critical node(s) 
among those that have not yet been scheduled, will be the 
one(s) with the greatest timing distance from the end node 
(TDE). If a node n in the PPG has descendants £(1), D(2), 
D({m) and the edges to these descendants specify timing 
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distances T(1), T(2), ---, T(m) then its TDE can be computed 
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TDE(n) = Max { TDE(D(1))#T(1), TDE(D(2))+T (2), 
osey TDE(D(m))+T(m) } (5.3) 
If the end node is given a TDE of zero then TDE's can be 
easily computed for all the nodes in the PPG by traversing 
it backwards from the end node to begin node. 

The fcrmula presented above would he acceptable if all 
T-steps lasted the same number of T-periods. But a T-step 
can be stretched to permit the scheduling of a node that 
would otherwise have to be postponed until the next T-Step. 
When a T-step is stretched, the nodes scheduled into it will 
have a timing distance of two T-periods from their 
predecessors whether they need it or not. Thus edges that 
specify a timing distance cf cone T-period should in some 
circumstances be given an egual weight with those that 
specify two T-periods. The selection of which node is to be 
scheduled first is critical only among nodes that have large 
TDE's or have many nodes between them and the end node. 
Since a node in either of these two categories will always 
cause the stretching of a T-step (see next section) the 
calculation of scheduling priority of a node should always 
give equal weight to edges specifying one T-period with 
those that specify two. This can be done by computing the 


scheduling priority (SP) of node n as 
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SP(n) = Max ? SP(D(1))+?(T(1) +1)+2?, 
SP(D(2))+[ (1 (2) +1)22], 
coer SP(D(m)) +{ (T(m) +1)42] 3 (5.4) 
where: 
the operator "2" represents integer division and 
D(1)~ D(2), ---, D(m) and T(1), T(2), ---, T(m) are 


defined as for Equation 5.3. 


Sometimes it is possible that a node can be scheduled 
into the same T-step as one of its predecessors; hence nodes 
should be placed in the SNL immediately upon their 
unscheduled predecessor count going to zero. By the 
definition of scheduling priority above, a node cannot have 
a higher scheduling priority than any of its predecessors; 
mrererara. when it is sorted into the SNL it can be placed 
in a position that is yet to be inspected. 

Another small consideration that should be mentioned 
here is that some nodes can be scheduled into any of the 
three encoded fields in a T-vector that command F-register 
transfers. When it is decided that such a node is to be 
placed in a particular T-step the exact field into which it 
is placed should not be selected until after the placement 
of all other nodes that can go into cnly one of the fields 
and that dc not prevent the placement of the postponed node. 

The ccencept of a scheduling priority has been invented 
here as an approximate solution to a complex problem that 


also arises in many other applications. It is usually 
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called the problem of "task scheduling with limited 
resources;" whenever a number of tasks that compete for some 
limited resource, are all ready to be started, one must 
select a subset of them that can be performed together and 
that minimizes the cost of the project. Davis [12] has 
surveyed scluticns to this problem that were developed for 
industrial-froject scheduling. In general they use the 
trial-and-error technique of generating a number of 
promising schedules (not the complete set) and selecting the 
best one. The solutions developed handle fairly simple 
situations where usually only cne resource is considered 
(manpower) and adapting them to the scheduling of a PPG 


would not be simple. 


5-3 Stretching T-steps 

As was mentioned in Chapter II there is a bit in each 
T-vector that can be turned on to make the T-vector remain 
active for two T-periods instead of one. This is done for 
two reasons: 1) some operations that can be reguested (such 
aS calculations with the ALUF) will not work at all unless 
the T-step in which they are placed is stretched, 2) often 
more operations can be scheduled into the same T-step if the 
T-step is stretched, since it will then provide mcre timing 
distance from previous T-Ssteps. 

The main reason for stretching a T-step in the second 
case, is to reduce the total number of T-vectors needed to 


hold a nanoprogram; if a T-step is stretched unnecessarily 
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then the only effect will be to increase the running time of 
a program. ‘Therefore a node should be permitted to cause 
the stretching of a T-step only if doing so reduces the 
total length of the nanoprogram. When Fquation 5.4 is used 
to compute the scheduling priority of a node its value will 
be an estimate of the total number of T-vectors that will he 
needed to schedule all the descendants cf a node. This 
means that the node at the head of the SNL is cn the path 
that will require the most T-vectors to schedule; if its 
piacement is delayed until the next T-vector, then the total 
length of the nanoprogram will be increased. The head node 
and any nodes with scheduling priorities equal to the head 
node (none can have a higher scheduling priority) should be 
allowed to cause the stretching of a T-step. The value of 
the scheduling priority of the head node is called the 
critical scheduling priority. Although none of the nodes on 
the SNL can have a scheduling priority greater than the 
critical scheduling priority some may have a total timing 
distance from the end node (TDE) greater than the TDE of the 
head node. These should also be allowed to cause the 
stretching of a T-step, Since otherwise the paths on which 
they lie cn will require more T-vectors for their scheduling 
than the critical path. 

There are two more classes of nodes for which 
stretching is sometimes advantageous: 1) nodes whose TDE is 
greater than the critical scheduling priority but less than 


the TDE of the head node on the SNL, 2) nodes that have a 
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scheduling priority less than but "close" to the critical 
Scheduling priority. Liberal rules on allowing nodes from 
these two classes to cause the stretching of a T-step will 
result in a nanoprogram that requires fewer nancwords, 
whereas strict rules will result in one with a Shorter 
runhing time. The programmer should therefore ke able to 
pass a parameter to the scheduler that will specify whether 
he is more concerned with optimizing running time or the 
number of nanowords produced. The scheduler can uSe the 
value of this parameter to change its definiticn of "close" 
and to decide which nodes in the two classes can cause the 
stretching of a T-step. 

Occasionally, for timing reasons, it will not be 
possible to schedule the head ncede on the SNL into the 
current T-vector even if the stretch bit is set. In this 
case, its scheduling priority should still be used as the 
critical scheduling priority but the T-step should be 
stretched cnly if: 1) some other node on the SNL causes it 
to be stretched or 2) the difference between the mininua 
time from origin (MTO) of the head node and the timing 
distance from origin (TDO) of the current T-vector image, is 
an even number. If the second condition is false (i.e., MTO 
minus TDO is odd) then there is room for one unstretched T- 


step before the node is scheduled. 
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CHAPTER VI 


REMAINING WORK AND CONCLUSIONS 


There are many aspects of writing a Lizard translator 
that have not been discussed in the preceeding chapters. 
Most of these are only details about storing the various 
data structures needed and about implementing algorithms to 
perfora sone of the operations described. Some of these 
details cculd be easily filled in by an imaginative 
programmer, whereas others require more thought and 
analysis. The main reason that they have not been discussed 
is that a sufficiently accurate description would make long 
and boring reading; the only useful way to supply them would 
be as a working translator. On the other hand, some 
important characteristics of the QM-1 that complicate a 
translator, have not been menticned because the author could 
not devise satisfactory methods for dealing with them. In 
all cases, a Simple procedure exists for circumventing the 
obstacles that they impose, but good solutions will have to 
be found if a translator is to produce acceptable results. 
This chapter will discuss these major considerations and why 


they are important. 
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The Lizard language does not require a programmer to 
specify which K-fields will hold the six bit constants used 
by his program (e.g. values to be moved into F-registers for 
bus control). This was done as a convenience for the 
programmer and because the K-field that should be used at a 
particular point in a program, can be effectively chosen 
only at scheduling time. Thus the translator should pick 
the K-fields that will be used by a program. There are very 
few firm restricticns on how K-fields can be chosen for this 
purpose but the method used wiil greatly affect the 
efficiency of the resulting nanocode. If, for instance, the 
same K-field is used to set up the left and Light operands 
of an ALU cperation, then the ALU operation would have to be 
scheduled into two separate nanowords, which would make the 
program longer and slower than it needs to be. Furthermore, 
a constant can be transferred to an Frregister from other 
places than just K-fields. There may be another F-register 
that contains the desired constant and an F-register to F- 
register transfer could be performed instead of a K-field to 
F-register transfer. Or possibly the F-register 
incrementers and decrementers (INCF1 & INCF2) cculd be used 
to generate a value of a constant from a close value. 
Allocating K-fields or choosing a value transfer method, can 
be done efficiently only during the scheduling of the PPG, 
so that the K-fields used by an operation can be selected to 


produce the least conflict with the requirements of other 
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operations. Even at scheduling time, K-field allocation 
would be difficult because a node being scheduled would have 
to yield a K-field to any higher priority node that could be 
placed into the same nanoword, not just those that could be 
placed into the same T-vector. 

Unfortunately, the parallelism-analysis algorithm that 
has been presented, requires that all sources and sinks of 
an operaticn must be defined before the algorithm is 
applied. Therefore, it would have to be modified to 
recognize parallelism in a program in which some operations 


were specified as a choice of alternatives. 


6.2 Restrictions Imposed by Component-Associated Registers 

The architecture of the QM-1 has a characteristic that 
greatly restricts parallelism analysis. In order to use a 
computational or memory unit a frogram must use the F- 
registers and other memory elements associated with it (such 
as carry holds and output-data registers). Because of this 
the parallelism-analysis algorithm that has been presented 
will always find some interdependency of memory-element 
usage between two program segments that use the same QM-1 
component. Thus, for instance, if a Lizard program performs 
two ALU addition operations, they will always he scheduled 
in the same order that they appeared in the source progran. 
This leaves the programmer with the burden of predicting 
which order cf the operations will produce the best 


Nnanoprogram and his choice could change its efficiency 
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Significantly. A translator would have dificulty 
discovering this type of interchangeability after a Lizard 
Statement had been broken down into the elementary 
instructions that comprise it; therefore, parallelism 
analysis would probably have to be performed on entire 
Lizard statements and a way found to signify that two 
sequences of instructions in the PPG may be interchanged but 


not intermingled. 
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When a PPG is being scheduled into nanowords and a 
label node is encountered, the current nanoword image must 
be retired, no matter how empty it is, and a new one begun. 
This results from the fact that nanobranches are made by 
loading a newW nanoword into the Nano-Instruction Matrix and 
hence labels can appear only at the top of a nanoword. The 
method of handling branches and labels outlined in Chapter 
IV rigidly preserves their position relative tc the other 
statements. However, there are many caSeS in a progtan 
where ordinary statements can change places with control 
statements without changing the computation. In an 
algorithmic language, some of these changes would be 
counter-intuitive in that they would seem to slow down the 
program — for instance, moving a Simple computation 
statement into the range of a loop — but, since a T-vector 
takes the same amount of time to execute regardless of how 


many operations it performs, moving operations around ina 
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nanoprogram could prevent the generation of a nearly empty 
nanoword and thus shorten and speed up a program. Because 
of the multitude of trivial operations that infest an 
average nancprcogram, there is mcre opportunity for this kind 
of change than would exist in an ordinary program, but the 
detection of operations that can change places with a 


control statement is difficult to automate. 


6.4 Converting Branches to Skips 

Two methods exist for performing branch operations in a 
nanoprogram: the nanobranch and the skip operation. Skip 
operations can be used only to skip a group of elementary 
instructions that can be coded into a Single T-vector, but 
when they can be used, they greatly reduce the number of 
wasted nanowords. If branch statements are handled as has 
been described in Chapter IV then very few of them could be 
changed into skip operations. For instance, if a Lizard 
program specified a branch around an ALU statement, then the 
‘branch could be converted to a skip operation only if the K- 
field to F-register transfers implied by the operands of the 
ALU statement, were moved so that they preceeded the branch 
statement. This is a result of the fact that the elementary 
instructions needed to set up the operands for an ALU 
operation can not be placed into the same T-vector as the 
elementary instruction that transfers the result into the 
result register. Even if a programmer recognized these 


situations and split his ALU statement into two parts, one 


OT i ae > ~' 
7 Pal a 


se ; : ‘ a: an 


7 _ 
My i ; as 


ek ie aclnate ae ee aaa 


ne > ra , ” : eh: inn 0008 7 
Galle oidy 18d YsemMtcdyD ea pen 4 
i on, ee es ‘eons: ~ 
tile moped, epanida’ tro 40 6009898 Se 


<teeemixd is oF 


eile at svmeea ictheelle : 
& ni auotiszaag Wasa omimsoreed, get seize Ghodseg, owl. y! : 
ped? .eobinaego dite. one ban someston nn. add sesTeoTqOmaR Ts 
ee TEST torgecip 4 qrie of yiae pte} gg tom san terago 
tm) potoo<T papate § oof Bahoo od 48D) doit 2aots outset - 
Yo. redebt Vat ¥ poi be v.f9 bere yas hae od @s9 eed node 
ons iae Ho Qn ete asnvetsre Woueat W ssh ¥owousa dovasw | 
ad Algo asl? %o Mex (x08 neds VL/ae¢asd) ak. Sstsanush aped 7 aA 
Sratit 6 44 yepustant) 39% endhdnrsyo 9.42 oved Bopnmda . 

add oot thane 2832 30 nsihavbam ddanad jabttoege: weayoag | 
W odde Ut than, avltereqo, Gita ait igi tas ad bLyoo toni a 


72 


that set up operands and another that transferred the 
result, a translator would still have difficulty recognizing 
that the branch around the second ALU statement could be 
performed as a skip operation. To recognize this 
possibility, the scheduling process would have to be 
interrupted whenever a branch node became available for 
scheduling, and a look-ahead operation performed, to predict 
whether the nodes branched around could be scheduled into 
one T-vector. A look-ahead operation of this type would he 
a minor scheduler itself, since it would also have to 
observe the timing constraints and take note of the current 
contents of the K-vector image. If the look-ahead operation 
concluded that a skip could not be used then there is still 
a possibility that delaying the scheduling of the branch 
node for one or more T-vectors would permit its 
transformaticn into a skip- A scheme like this would 
greatly ccmplicate the scheduling process but would be worth 


the effort if it worked well. 


6.5 Blinding the Programmer 
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When a programmer is preparing a nanoprogram, he often 
has a choice of computational units that he can use for an 
operation. For instance, he often can use the INDEX ALU 
rather than the ALU, for doing a computation, or he could do 
a local-stcre to local-store transfer using the shifter, the 
ALU or the INDEX ALU. He usually makes the final decision 


about which unit to use for an operation very late in the 
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programming process because only then can he judge its 
effect on the compactness of his program. There are many 
other more subtle choices that a programmer can make that 
will have significant effects cn the efficiency of his 
program. Unfortunately the Lizard language completely 
blinds the programmer to the effects that his choices will 
have on the resulting nanocode. He may be forced to do 
trial-and-error programming in an effort to improve the 
efficiency of his programs. This seems to be an undesirable 
but unavoidable result of higher-level nanocoding, since it 
would be very difficult to devise a scheme for doing 
parallelism analysis on a program that represented a 
computation in all its possible variations so that the final 
selection could be made at scheduling time. It may however, 
be possible te devise a heuristic that could make a 
reasonable prediction, early in the translation process, of 


the best method to use. 


6-6 Conclusions 

The preceding chapters seem to indicate that writing a 
translator for the Lizard language would be an extremely 
difficult, costly and time-consuming project. Many 
improvements would have to be made to the translation 
methods presented if the nanocode produced was to approach 
the efficiency of a hand-written nanoprogram. Once it was 


written, the translator would consume large amounts of 


execution time, so that a programmer could not use it freely 
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unless he had time on his hands. Although some of the 
complications are intrinsic to horizontal microcode, most of 
them are the result of characteristics of the QM-1 
architecture that impede automatic translation. Redesigning 
the QM-1 tc make it a more suitable target for automatic 
translators might take less effort than writing an efficient 


translator for its present architecture. 
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SECTION I. 


Lizard is not a high-level language! The Lizard 
language was designed to make nanoprogramming for the QM-1 a 
less demanding endeavour; however, it still resembles an 
assembler language more than it resembles ALGOL or FORTRAN. 
Its main differences from conventional Nanocode are few but 
Significant. 


1) The programmer need have no knowledge of the speeds 
of the circuitry, T, F and R clocks and leading and 
trailing edges. The Lizard Scheduler handles all 
timing constraints. 


2) The programmer describes his algorithm sequentially; 
the Lizard Scheduler is responsible for determining 
which operations can be performed in parallel. 


3) The programmer need not know the numeric values of 
the operations he specifies; the Lizard Scheduler will 
Share coded values for multiple purposes whenever 
possible. This makes a program eaSier to read and 
modify. 


4) Associated steps are grouped together into one 
statement for a more transparent representation of an 
algorithm. 


5) The programmer prepares a continuous stream of 
statements; he need not worry about nanoword 
boundaries. 


6) The format and function of Lizard statements are 
more intuitive than those of nano-assembler. 


This manual is written for Someone with a good 
background in computer science and a good understanding of 
the QM-1. Without these presumptions the Lizard Language 
Reference Manual would be an encrmous tome. 


Some new terms for QM-1 components are used in this 
manual. They are: MOD Register, COD Register, NOD Register 
and Micro Cperand Buffer (MOB). If any doubts about their 
meaning exist, consult Chapter II of the thesis "A Sequen- 
tial Language for Nanoprogramming the QM-1," by Daniel 
Salomon. Throughout this manual, the "QM-1 Hardware Level 
User's Manual" will be called the "QM-1 Manual." 
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SECTION II. 


The metalanguage used in this manual is very simple and 
is used only where it shortens or simplifies a description. 
It uses the fcllowing symbols: 

A-Z Upper Case —- must appear as shown 

a-z Lower Case - replace appropriately 

<> Angle Brackets - enclose a term 

Each term is defined either in the section 
"General Terms" cr soon after its first use. 
| (CR) - separates alternative forms 

3 Eraces - encloses alternative forms 

i] Erackets - enclose optional forms 


Underscore - indicates default form 


All other symbols - must appear as shcwn 
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SECTION III. 


ew aes es me a a Se eS a ee eS 


A Lizard statement is made up of three parts: an 
optional <Label>, a header, and a list of keyword 
parameters. The <Label> is separated from the header by a 
colon (:) and the parameters are separated from the header 
and from each cther by comma's (,). 


If a hash mark (#) is the last non-blank character on a 
line then the statement on that line is continued on the 
next line. The hash mark is treated as a blank. If one of 
the commas that cccur normally in a statement, appears at 
the end of a line, then this will also indicate that the 
statement continues on the next line. Blank lines ina 
source prcegram are ignored. More than one statement can be 
coded on the same line if they are separated by semicolons 


(3)- 


A comment is delimited by cent signs (¢) and is treated 
aS a blank. A comment may not be continued acrcss a line 
boundary; the end of the line will terminate the comment. 


Blanks can be used liberally. A string of blanks is 
always treated as a single blank except in a preprocessor 
character string constant. Blanks may not appear in 
keywords nor between the characters of multicharacter 
preprocessor oferators. 
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SECTION Iv. 


<Source> —- is cne of: 


A, 8B, C 

SWITCHES 

KA, KE, KT, KX 

DEVICE (IO ID of interrupting device) 


<Dest> - is one of: 
LP Tp ae 
RAGRe seo seie seks KALCO, VKSHAT OO KSHC 


<Constant> - is an integer i in the range OFS 5185663 
(i-e€. a 6 bit constant). A number is assumed to be in 
decimal notation unless it begins with a zero, in which 
case, it is interpreted as an octal number. 


<F-register> - is one of: 
Name Number 
EM UXS ccs Uae so oe 
FMOD wcoscaeccce 
FCIA  sescscccee 
FAIL eoscccacece 
FCID: eecwsaccce 
FPATR: ecccccccce 
FCOD ...-.ceeee 
FAOD ecssccecce 
FSID scsccccace 
FSOD wceecccecce 
FRID? ccece5 5522 10 
FEOD>cctss ec ccs 11 
PEAR @ w eee ee cies o 12 
BPEQAY ce eevee cos 13 
PACT: citee cscs 14 
FUSER oveetccees 15 
PRPC? ca ccecc ees 16 
FIDX cee cucew es ti 
PISTicsvcceceeas tO 
FIPH: wesc tceces 19 
G(0) to 
G(1t)+ s.5...20 to 31 


WOMDNAMNEFWH a © 


Bach F-register was deliberately given only one name in 
order to avoid confusion in a program. 
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<G(GSPEC)> - is one of: 
G(0) to G(11), B, KS, KSHA, KX 


<Six-Bit Value> - is one of: 
a <Constant>, a <Source>, a <G(GSPEC)> 
or an <F-register> 


<Register Selector> - is a <Six-Bit Value> 


<Label> - is a symbolic name acceptable to the nano- 
assembler as defined in section 6.2.3 of the QM-1 
Manuals 


"6.2.3 SYMBOLIC NAMES 


Symbolic names are strings of letters, digits 
periods, and single cccurrences of the blank 
character... [However Lizard treats strings of blanks 
as a Single blank.] A symbolic name may begin with a 
letter or period. [Leading and trailing blanks are 
ignored.] Only the first 10 characters are used, and 
if the 10-th character of a name is a blank it is also 
ignored." 
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SECTION V. 


CTIVE STATEMENTS 


= ees a ae oe 


Header: {CCPY x TO y { xXx -> y} 
There are two types of Value Transfer: 
i) Six Bit Transfer - 
x is a <Register Selector> and 


y is a <Dest> or an <F-register> 


ii) Eighteen Bit Transfer - 
x and y take the form: LSR(<Register Selector>) 


Purposes: The two operands have their contents exchanged. 
Header: SWAP <Source-dest> , <F-register> 


<Source-dest> - is one of: 
BeUBROACPIKAS KBPAKXA KSPEKSHA 


Purpose: Increment or Decrement the contents of an F- 
register by one. 


Header: [INCR | DECR] <F-register> 
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4. Control-Store Read 


Purpose: A word is read from Control Store into the COD 
Register. If the GATE parameter is specified then the 
word is also transferred to Local Store. 


Header: READ Cs 
Parameters: 


1) ADDR = <CS Address Selector> 
Required Parameter. 


2) DEST = LSR(<Register Selector>) 
Loads FCOD with the <Register Selector> value. 


3) [GATE | NO GATE] 
This parameter specifies whether the COD Register is to 
be gated into the destination register selected. 


<CS Address Selector> - is used to set the "CS ADDR SELECT" 
T-field and can be one of the following: 
LSK(<Register Selector>) 
CIA 
COD 
MPC 
BeGat [ich Ze pee yea 
INDEX (<Label>) 


If the first form is chosen the "CS ADDR SELECT" T- 
field is set to CIA and FCIA is loaded with the 
<Register Selector> value. 

If the last form is chosen then the <Label> is the 
label of the INDEX ALU statement whose result is to be 
used as a Local Store address. 


5. Control-Store Gate 


cee ee Se wee ee ew ae Se 


Purpose: The contents of the COD Register are copied into 
Local Store. 


Header: GATE CS 


Parameters: 


1) DEST = LSR(<Register Selector>) 
Loads FCOD with the <Register Selector> value. 
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6. Controi-Store Write 


Purposes A word is written from Local Store into Control 
Store. 


Header: WRITE CS 
Parameters: 


1) ADDR = <CS Address Selector> 
Required Parameter. 


2) SOURCE = LSR(<Register Selector)>) 
Loads FCID with the <Register Selector> value. 


7. External-Store Read 


Purpose: A word is transferred from External Store to Local 
store. 


Header: READ ES 
Parameters: 


1) SOURCE = ESR(<Register Selector>) 
Loads FEOA with the <Register Selector> value. 


2) DEST = LSR(<Register Selector>) 
Loads FEOD with the <Register Selector> value. 


8. External-Store Write 


Purpose: A word is transferred from Local Store to External 
store. 


Header: WRITE ES 
Parameters: 


1) SOURCE = LSR(<Register Selector>) 
Loads FEID with the <Register Selector> value. 


2) DEST = ESR (<Register Selector>) 
Loads FEIA with the <Register Selector> value. 
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Purpose: The contents of a local-store register are swapped 
with the contents of an external-store register. 


Header: SWAP ESR(<Register Selector>), LSR(<Register 
Selector>) 


10. Main-Store Read 


Purpose: A word is read from Main Store into the MOD 
Register. If the GATE parameter is specified then the 
word is also transferred to the register specified by 
the DEST parameter. 


Header: READ MS 
Parameters: 


1) ADDR = <MS Register> 
Loads FMIxX. 


2) DEST = <MS Register> 
Loads FMOD. 


3) DIRECT 
Sets value of "DIRECT MS ACCESS" K-field. 


4) [GATE | NO GATE] 
This parameter specifies whether the MOD Register is to 
be gated into the destination register selected. 


5) RMI = <RMI Group> 

Sets value of "RMI SELECT" T-field. When this 
parameter is omitted, BYPASS is assumed. This 
parameter is used only if the GATE parameter is also 
specified. 


<MS Register> - is one of: 
LSR(<Five-Bit Register Selector>) 
ESR (j) where O0<j<7 
R(<Register Selector>) 
ONES (valid only after parameters ADDR cr SOURCE) 
NULL (valid only after parameter DEST) 
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<Five-Bit Register Selector> - is one of: 
an integer i in the range ORsaies 31 
a <Source>, a <G(GSPEC)> or an <F-register> whose 
contents are in the range of i 


<RMI Group> - is one of: BYPASS, A, B, C 


Purpose: A word is transferred from the register specified 
by the SOURCE parameter to Main Store. The MOD 
Register is cleared to zero but will eventually be 
loaded with the old contents of the Main Store location 
being overwritten. (See the Await Stable MOD Register 
statement below.) 


Header: WRITE MS 
Parameters: 


1) ADDR = <MS Register> 
Loads FMIX for fetch cycle. 


2) SOURCE = <MS Register> 
Loads FMiIX for restore cycle. 


3) DIRECT 


Purpose: The contents of the MCD Register are copied into 
Local Store. 


Header: GATE MS 
Parameters: 


1) DEST = <MS Register> 
Loads FMOD. 


2) RMI = <RMI Group> 
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wee see oe ee ee ha Ss Se ee ee 


Purpose: The first half of a read - modify - write Main 
Store operation is initiated. A word is read from Main 
Store into the MOD Register and the locaticn read is 
set to zero. If the GATE parameter is specified then 
the word is also transferred to the register specified 
by the DEST parameter. The address of the location 
read is saved so that the next Main-Store Split Write 
Operation can reset its value. No Main Stcre transfers 
may be performed between the two halves of a read - 
modify —- write operation. If the second half is never 
performed, then the main-store location read, will 
remain zero. 


Header: FETCH MS 
Parameters: 


1) ADDR = <MS Register> 
Loads FMIX. 


2) DEST = <MS Register> 
Loads FMOD. 


3) DIRECT 

4) [GATE | NO GATE] 

This parameter specifies whether the MOD Register is to 
be gated into the destination register selected. 


5) RMI = <RMI Group> 
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Purpose; The second half of a read - modify - write Main 
Store operation is initiated. A word is transferred 
from the register specified by the SOURCE parameter to 
the Main Store location read by the latest Main Store 
Split Read operation. 


Header: RESTORE MS 
Parameters: 


1) SOURCE = <MS Register> 
Loads FMIX. 


2) DIRECT 
Note: To function properly a Main Store Split Write 


must be preceded by a Main Store Split Read and no 
other Main Store transfers may come between then. 


15. Await Stable MOD Register 


Purpose: This statement is used after a Main Store Write to 
wait until the old contents of the Main Store location 
just overwritten have beccme stable in the MOD 
Register. 


Header: AWAIT MS DATA 
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Purpose: Any or all of the inputs for an ALU calculation are 
set up. If the GATE parameter is specified the result 
is transferred to Local Store. 


Header: ALU 
Parameters: 


1) OP = <ALU Operation> 
The <ALU Operation> specified is loaded into the "KALC" 


2) LEFT = LSR(<Register Selector>) 
Loads FAIL with the <Register Selector> value. 


3) RIGHT = LSR(<Register Selector>) 
Loads FAIR with the <Register Selector> value. 


4) RESULT = LSR(<Register Selector>) 

Loads FAOD with the <Register Selector> value. This 
parameter specifies the Local Store Register that will 
receive the result. 


5) DCW = LSR(<register Selector>) 

Used only with DECIMAL operations. This parameter is 
used to Specify which LSR will recieve the decimal 
correction word. It loads FSOD with the <Register 
Selector> value. 


6) CIH = <Carry Specifier> 
Loads the value of the Carry in Hcld register before 
the ALU GATE operation. 


7) CARRY CTL = <Carry Control Code> 
Specifies the value of the “CARRY CTL" T-field during 
the ALU GATE Operation. 


8) STATUS ENABLE 
Sets the "ALU STATUS ENABLE" K-field to one. 


9) [GATE | NO GATE] 
Specifies whether the result is to be gated into the 
RESULT register. 


Note: If the OP and CIH parameters conflict, an error 
message will be produced. 
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<ALU Cperation> - is one of: 
ADD, SUETRACT, DOUBLE, INCR LEFT, DECR LEFT, 
PASS LEFT, PASS RIGHT, AND, NAND, OR, NOR, XOR, 
EQUIVALENCE, L IMPLIES R, R IMPLIES L, NOT LEFT, 
NOT RIGHT, ZERO, ONES 
plus all ccded operations shown in table in the Qm-1 
Manual section 5.6.2. 
Any of the above may be preceded by the word DECIMAL. 
A <Six-Bit Value> can also be used as an <ALU 
Operation> 


<Carry Specifier> - is one of: 0, 1 or x (residual) 
(possibly CLEAR and SET rather than O and 1) 


<Carry Control Code> - is one of: 
Name Carry CTL 
NONE te ce ewe e eh osc c es 3 0 
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17. Shifter Operation 


Purpose: Any or all of the inputs for a Shifter operation 
are set up and if the GATE parameter is specified the 
result is transferred to Local Store. 


Header: SHIFTER 
Parameters: 


1) OP = <Shifter Operation> 
Loads the "KSHC" K-field with the <Shifter Operation> 
value. 


2) OF TYPE = <KSHC Type> 

This parameter is used only when the OP parameter is 
omitted. It is used to specify whether this is a 
double or single length shift. 


3) AMCUNT = <Shifter Amount> 
Loads "KSHA" K-field with the <Shifter Amcunt> value. 


4) INPUT = LSR({<Register Selector>) 
Loads FSID with the <Register Selector> value. 


5) RESULT = LSR(<Register Selector>) 

Loads FSOD with the <Register Selector> value. This 
parameter specifies the Local Store ‘Register that will 
receive the result. 


6) COH = <Carry Specifier> 

This parameter is required only when the LEFT CONTROL 
Switch in KSHC is set. it loads the value of COH 
before the Shift Operation. 


7) CARRY CTL = <Carry Control Code> 
Specifies the value of the "CARRY CTL" T-field during 
the SHIFTER GATE operation. 


8) STATUS ENABLE 
Sets the "SH STATUS ENABLE" K-field to one. 


9) (GATE | GATE BOTH | NO GATE ] 
Specifies whether the result is to be gated into the 


RESULT register. 


Note: The simplest way to set up a double length shift 
operation, is to have an ALU statement with the NO GATE 
parameter, set up the ALU inputs and outputs, then have 
a SHIFTER statement with a GATE BOTH parameter, Set up 
the shifter inputs and gate the two result words into 
Local Store. 
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<Shifter Operation> - is made up of any combination of the 
following five items (default is underlined): 
1) (LEFT | RIGHT] 
2) {SINGLE | DOUBLE] 
3) [CIRCULAR | LOGICAL { ARITHMETIC] 
4) RIGHT CTL 
SPRLESTICTL 
A <Register Specifier> can also be used as a <Shifter 
Operation>. Its value will be converted te a <Shifter 
Operation> according to the KSHC LAYOUT given in 
Section 5.6.3 of the QM-1 manual. 


<Shifter Amcunt> - is a <Six-Bit Value> 


<KSHC Type> - is one of: DOUBLE or SINGLE 


18. Carry Control 


Header: {SET | CLEAR} {CIH | CCH} 


Header: ALUF 
Parameters: 


1) OP = <ALUF Operation> 
The <ALUF Operation> value is loaded into the <ALUF 
Operaticn Source> given by the OP VIA parameter. 


2) OP VIA = <ALUF Operation Source> 
Sets the "AUX3" T-field value. This parameter selects 
the K-field or F-register that will hold the operation 


code. 


3) LEFT = <ALUF Left-Input Selector> 
Required parameter if the operation selected uses a 
left input. Sets the "FSEL1" T-field value. 


4) RIGHT = <ALUF Right-Input Selector> 
Required parameter if the operation selected uses a 
right input. Sets the "FSEL2" T-field value. 


5) RESULT = <ALUF Result Selector> 
Reguired parameter. Sets the "FSELO" T-field value. 
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<ALUF Operation> - is one of: 
a) the functions given in Table 5.6.7B in the Qm-1 
Manual 
b) a <Six-Bit Value> 


<ALUF Operation Source> - is one of: 
A, By, KT, KB, G(8), G(9), G(10) or G(11) 


<ALUF Left-Input Selector> - is one of: 
<F-register> 
Ag Be . 
KA, KT 
<G (GSPEC) > 


<ALUF Right-Input Selector> - is one of: 
<F-register> 
A, B 
KX, KA, KB 
<G (GSPEC) > 


<ALUF Result Selector> - is an <F-register> 
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20. Index ALU Operation 
Header: INDEX ALU 
Parameters: 


1) OP = {<Direct Index Function> | 

<Indirect Index Function>} 
Sets "FSEL2" T-field with the <Direct Index Function> 
value or loads the <Index Operation Source> specified 
in the OP VIA parameter with the <Indirect Index 
Function> value. 


2) OP VIA = <Index Operaticn Source> 
Sets the "FSEL2" T-field. 


3) LEFT = LSR(<Register Selector>) 
Loads the <Index Left Selector> chosen by the LEFT VIA 
pacameter with the <Register Selector> value. 


4) LEFT VIA = <index Left Selector> 
Sets the "AUX2" T-field. 


5) RIGHT = <Index Right Input> 
Loads the <Index Right Selector) chosen by the RIGHT 
VIA parameter with the <Index Right Input> code value. 


6) RIGHT VIA = <Index Right Select> 
Sets the "AUX3" T-field. 


7) RESULT = LSR(<Register Selector>) 
Loads the <Index Result Selector> chosen by the RESULT 
VIA parameter with the <Register Selector> value. 


8) RESULT VIA = <Index Result Selector> 
Sets the "GSPEC" T-field. 


Notes There are only three valid combinaticns of the OP 
and OP VIA parameters. They are: 


i) OP = <Direct Index Function> 


ii) OP = <Indirect Index Function> 
OP VIA = < Index Operation Source> 


iii) CP VIA = <Index Operation Source> 
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<Direct Index Function> - is one of: 
L= 1, L+1, L XOR R, ALL CNES, ZERO, NO. L—-R, 
L AND R, LOR R, L+tR, R, NOT L, L, 


<Iindirect Index Function> - is the same as an <ALU 
Operation> except that DECIMAL may not precede any of 
the operations listed. A <Register Selector> can also 
be used as an <Indirect Index Function>. 


<Index Operation Source> - is cne of: 
APE, CRAKE 
FMPC, FIDX 
G(0) to G(11) 


<Index Left Selector> - is one of: 
A, B, KX, KA, KB or 
RESULT (Left Input Register = Result Register) 


<Index Right Input> - is cne of: 


source Code 

ESR (8) «0000 *x = Don't Care 
ESR (9) *x*0001 

ESR (19) **x10171 

ALL ONES **« 1100 

(all cnes) **1101 

MOD ** 1110 

coD *xk1111 


A <Register Selector> can also be used as an <Index 
Right Input>. Its value will be looked up in the Code 
table and a Source determined in that way. 


<Index Right Selector> - is one of: 
A, B, KT, KB, G(8), G(9), G(10) or G(11) 


<Index Result Selector> - is one of: 
G(0) to G(11), KSHA, B, KS ocr KX 
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21. Halt 
Header: HALT 
Parameters: 
1) TYPE = {TXX | LOOP} 
The first option sets the "TXX" T-field; program will 


halt if the Program Stop console switch is on. The 
second option sets up a hard loop halt. 


22. Force Scheduling 

Purposes All statements preceeding this one are scheduled 
before any that follow it. This is useful only if one 
intends to single step through a program during 
debugging. 


Headers TEST-ECINT 


23. Increment _Microprogram Counter 
Header; INC MPC 
Parameters: 

1) AMCUNT = <MPC Increment> 

Sets lower two bits of "GSPEC" T-field. 


<MPC Increment> - is one cf: 1, 2, B OF AB 
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24. Branch 
Header: GO TO (<Label>) 
Parameters: 


1) COND = <Condition> 
Loads one of "KS", "KT" or "KX" K-fields, depending on 
COND TYPE parameter, with the <Condition> value. 


2) COND TYPE = <Condition Type> 
Required parameter, unless branch is unconditional. 
Sets the "TEST SPECIFIER" T-field. 


3) F = <F-register> 

Sets the "FSEL1" T-field to the <F-register> value. 
This parameter chooses the <F-register> that is to be 
tested for zero. Therefore it is required only if F 
NOT ZERC is part of the condition to he tested. 


4) INDEX = <Label> 

This parameter chooses the INDEX ALU statement whose 
result is to be tested for zero. Therefore it is only 
required if IRNZ is part of the condition to be tested. 


5) HCLD 

This parameter specifies that if the branch is taken 
the values of the "KALC", "KSHC", "KSHA" AND "KS" K- 
fieids will be retained for use at the location 
branched to. 


6) HOLD2 

This parameter specifies that if the branch is taken 
the values of the "KA" and "KB" K-fields will be 
retained for use at the location kranched to. 


Note: The COND parameter gives the conditions under 
which the branch is to be taken. When NEGATE is 
specified in the COND TYPE parameter confusion can 
arise as to the meaning of the COND parameter. The 
easiest way to remember the expected result is that if 
the branch would have been taken without NEGATE being 
specified then it will not be taken when NEGATE is 
specified and vice-versa. The NEGATE keywcrd does not 
appear in the COND parameter because it is not used to 
load the value of KS, KT, or KX. It is used to set the 
"TEST SPECIFIER" T-field. 
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<Condition> - takes the forn: 
{<Glckal Local Condition> | <Special Condition>} 


<Global Local Condition> - is any number of the following 
tests separated by the word OR: 


SLB (Shifter Low Bit) 
OVERFLOW 

RNZ (Result Not Zero) 
SIGN 

CARRY 

SHB (Shifter High Bit) 


<Special Condition> - is any number of the following tests 
separated by the word OR: 


F NCT ZERO 

MS DNR (MS Data Not Ready) 
MS BUSY 

PROGRAM CHECK 

IRNZ (Index Result Not Zero) 


<Condition Type> - takes the form: 
[NEGATE] {SPECIAL | GLOBAL { LOCAL} 


25. Nanestere Write 

Purpose: Write one 18 bit byte from External Stcre into the 
Nanostore location selected by LSR(31). The format of 
the Nanostore address is given in section 5.4.1.2 of 
the QM-1 Manual. If the byte address or Nanoword 
address is invalid Nanostore will not be changed. 


Header: WRITE NS 
Parameters: 
1) SOURCE = ESR(<Register Selector>) 
Loads FEOA with the <Register Selector> value. This 


parameter selects the External Store register whose 
contents will be written into Nanostore. 
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26. Computed Branch 
Purpose: A branch is made to the NanosStore location selected 
by LSR(31). The format of the Nanostore address is 
given in section 5.4.1.2.0f the QM-1 Manual. This 
branch is implemented by a "WRITE NS" operation with an 
invalid byte address. To ensure that Nancstore is not 

modified the "B" field in LSR(31) will be set to 77 
octal by this statement, unless specified otherwise. 


Header: COMPUTED BRANCH 
Parameters: 


1) LEAVE B 

This parameter requests that the "B" field of LSR(31) 
not be set to 77 (octal) before the "WRITE NS" 
operation. It should be specified only if the 
programmer is certain that the "B" field already 
contains an invalid byte address; otherwise, Nanostore 
will be changed in some unpredictable way. 


2) HCLD 

This parameter specifies that the values of the "KALC", 
"KSHC"™, "KSHA" and "KS" K-fields will be retained for 
use at the location branched to. 


3) HCLD2 

This parameter specifies that the values of the "KA" 
and "KE" K-fields will be retained for use at the 
location branched to. 
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27. Auxiliary Action 
Headers AUX ACT 
Parameters: 


1) FACT = <Aux Action> 
Loads F-register FACT with <Aux Action> value. 


2) RMI = <RMI Group> 

Sets the “RMI Select" T-field. This parameter is 
needed cnly if parameter FACT is omitted. The option 
BYPASS in <RMI Group> doesn't make much sense for an 
AUX ACT statement but is allowed for uniformity with 
the Main Store operations. 


<Aux Action> ~ is one of the fcllowing or its code number: 
Name Code 
NOPOP Rocce jacdeawe se as. fe00 
DISRBUE SINGS oases. cu Ste eT 
ENABE PRINT S@ace a2« a olele ec elelt © 
SET RELATIVE MS: «sse5226275 
SED UR ECGIMMS©! «5 ano alae so) 14 
LOAD KMI(i) ROTATE .....-.57 
LOADURST (45°SN ASK ©..02.05.-656 
LOAD RMI(i) INDEX .......55 
where i is an <RMI Group> 


28. Allow Interrupts 
Purpose: Set the allow interrupt K-fields. 


Header: ALLOW {NO | ONLY NANO | ONLY MICRO | ALL} INTS 


29. Generate or Clear Interrupt 


<> eee ae ee eee SS ee a Se ee oe ee 


Header: {GENERATE { CLEAR} INT 


Parameters: 


1) LEVEL = j where 20 5=e Set 


Required Parameter. This parameter sets the "GSPEC" T- 


field. 
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Header: AUTO OR (<Label List>) 


The <Label List> contains the labels of statements of 
one of the following types: 


Eighteen Bit Value Transfer 
Control Store Read 

External Store Read 

Main Store Read 

Main Store Gate 

Main Store Split Read 

ALU Calculation 

Shifter Operation 

Index ALU Operation 
increment Microprogram Counter 
Load LSRK (31) 


All the statements in the list must use the same LSR as 
a result register. The logical OR of their results 
will be placed in the result register only one Main 
Store operation may appear in the same <Label List>. 


<Label List> - is made up of any number of <Lahbel>'s 
separated by commas. 
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Purpose: Send an XIO pulse to the Selected port. 
Header: XI0 
Parameters: 


1) PORT = <Port Selector> 

Required Parameter. Loads low order 3 bits of the "KA" 
K-field. If the port selector is not a constant then 
all of "KA" is loaded. 


2) DEVICE = <Device Selector> 
Loads the K-field or G Register selected by the DEVICE 
VIA parameter with <Device Selector>. 


3) DEVICE VIA = <Device-Selector Source> 

Required Parameter. Sets the "GSPEC" T-field. This 
parameter chooses which K-field or G Register contains 
the <Device Selector>. 


4) COMMAND = <Command Value> 
Loads the <Command Value> into the <Command Value 
Source> selected by the COMMAND VIA parameter. 


5) COMMAND VIA = <Command-Value Source> 
Required parameter. Chooses which <Source> contains 
the <Command Value>. 


<Port Selector> - is one of: 
an integer i in the range OSs is 7 
a <Source> or a <G(GSPEC) > 
(Possibly an <F-register> also later) 


<Device Selector> - is a <Register Selector>whose value is 
used to select a device rather than an LSR. 


<Command Value> - is a <Register Selector> whose value is 
used as an I/0 Command rather than to select an LSR. 


<Device-Selectcr Source> - iS a <G(GSPEC) > 


<Command-Value Source> - is a <Source> 
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Purpose: Send an RiO pulse to the selected port. 


Headers: RIC 
Parameters: 


1) PORT = <Port Selector> 
Required parameter. Loads low order 3 bits of "KA" K- 


field. If the port selector is not a constant then all 
of "KA" is loaded. 
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SECTION VI. 


MITTED PARAMETERS 


Most of the parameters for the Active statements are 
not marked as being required parameters. Often the function 
of these parameters is to load an F-register or a K-field 
with a value required for the operation being performed. 
When a parameter is omitted from a statement then either the 
F-register or K-field that it loads is not needed for this 
Operation or the value currently there is the one desired. 
if a programmer wants to emphasize the fact that he is using 
a Lesidual value, he may include on a statement a parameter 
that would ctherwise be omitted and use an asterisk (x) as 
its operand. For example the following two program segments 
are equivalent: 


SEGMENT.13 INCR FAIL 
ALU, OP = NOT LEFT, RESULT = LSR(6) 


SEGMENT.2: INCR FAIL 
ALU, OP = NOT LEFT, LEFT = x, RESULT = LSR(6) 


Use of the second form is strongly suggested if the 
listing control parameter NO PARS is chosen. (See the 
Listing Control Statement.) 


There is seldom any advantage to deliberately omitting 
a parameter from a statement. If a parameter specifies a 
redundant operation, such as loading an F-register with a 
value that it already contains then that parameter will be 
ignored. 
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SECTION VII. 


REGISTER-SELECTOR RANGE SPECIFICATION 
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Because the Lizard translator does parallelism analysis 
it must knew all the possible inputs and outputs of each 
Statement in a program. A problem arises from the fact that 
local-store and external-store registers are indirectly 
addressed (via the F-registers). The Lizard language allows 
a programmer to explicitly specify which local-store or 
external-stcre register he is using, but sometimes this is 
not possible. Whenever a program uses a <Register Selector> 
that is not a <Constant> the translator will assume that any 
register in Local Store or External Store (depending on the 
statement) could be the one referenced. Such an assumption 
restricts the parallelism possible in a program; therefore, 
Lizard provides a construction, called a <Register-Selector 
Range Clause>, that a programmer can use to specify the 
Cange of registers that could be referenced by a <Register 
Selector>. 


<Register-Selector Range Clause> - takes the form: 
IN (<Constant Range List>) 


<Constant-Range List> - is a list of <Constant>'s and/or 
<Constant Range>'s separated by commas. 


<Constant Range> — takes the form: 
<Cconstant> —- <Constant> 
and it names all the <Constants>'s that fall in the 
range between the first <Constant> and the second. 


Examples of <Register-Selector Range Clause>'s:; 
In (0-8) 
In (0,2,4,6,8-31) 


Whenever a programmer uses a <Register Selector> that 
is not a <Constant> and he knows some limits on the range of 
values that it could be representing, he should use a 
<Register-Selector Range Clause> immediately after the 
<Register Selector>, to inform the Lizard translator of 


those limits. 
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Example: 
ALU, OPP=ADD, LEFT=LSR(A), RIGHT=LSR(FAIR), 
RESULT=LSR (20) 


becomes: 


ALU, CP=ADD, LEFT=LSR(A IN (0-7)), 
RIGHT=LSR(FAIR IN (0,2,4,6,8)), 
RESULT=LSR (20) 


If a programmer uses the same <Register Selector> in 
several places, he may want tc notify the translator of its 
range only cnce. He can do this by means of the Range 
Statement. 


Purpose: Define the range of a <Register Selector> from this 
point up to its redefinition. 


Header: RANGE OF <Register Selector> IS 
<Register-Selector Range Clause> 
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SECTION VIII. 


Purposes Read the next micro-instruction from Ccntrol Store 
into the COD Register, increment the MPC register, load 
the Micro Operand Buffer (MOB) and LSR(31) with the 
micro-operands, compute the Nano-address selected by 
the Micro-opcode, and jump to that address. 


Header: MICRC FETCH 
Parameters: 


1) MPC INC = {0 | 1 {| 2 | B | AB} 

This parameter specifies the displacement from the MPC 
register of the Micro-instructicn to be fetched. The 
MPC Register will be incremented by this amount. If 
the parameter is omitted 1 is assumed, not 0. 


2) FOUND 

This parameter specifies that the COD Register already 
contains the next micro-instruction and the MPC 
Register has already been incremented. Therefore the 
FOUND parameter and the MPC INC parameter are mutually 
exclusive. 


3) NO OPERANDS 
This parameter specifies that LSR(31) should not be 
loaded with the micro-instruction operand fields. 


Note: This statement will result in a sequence cf nano- 
operations similar to the following: 


e Read Control Store from one past the MPC Register. 

* Increment the MPC Register by one. 

e Load the Nano Program Counter with the next nano- 
address. 

e Load the Micro Operand Buffer (MOB) with the operands 
of the next micro-instruction. 

@ Load LSR({31) from the MOB. 

e Jump to the nano-address in the NPC. 
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35. Micro-instruction Prefetch - Part 1 


Purpose: This statement is used for fetching micro- 
instructions according to the prefetch convention 
described in section 7.1 of the QM-1 Manual. 
instructions are fetched in two steps. This part of 
the fetch uses the op-field of the micro-instruction 
currently in the COD Register to determine the nano- 
address that will be jumped to in part 2 of the 
prefetch operation. At the same time the Micro Operand 
Buffer (MOB) is loaded with the operand fields of the 
micro-instruction currently in the COD Register. 


Header: PREFETCH ONE 
Parameters: 


1) REREAD 
If the COD Register, the MPC Register or FMPC have been 
changed Since this micro-cperation emulaticn was 
entered, so that the COD Register no longer contains 
the next micro-instruction to be executed then this 
parameter should be specified. It requests that the 
operation: 

READ CS, ADDR = MPC + 1 
be performed before the Nano-address determination is 
made. 


Note: This statement will result in a sequence of nano- 
operations similar to the following: 


e Load the Nano Program Counter with an address 
computed from the opcode field of the micro-instruction 
currently in the COD Register. 

e Load the Micro Operand Buffer (MOB) with the operands 
of the micro-instructicn currently in the COD Register. 
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Purpose: This part of the fetch reads the Control Store word 
after the one containing the next micro-instruction to 
be executed so that it will be available in the CoD 
Register when execution of the next micro-instruction 
starts. The MPC Register is then incremented by one, 
LSR(31) is loaded with the operand fields cf the next 
micro-instruction to be executed and a jump is made to 
the nano-address determined in part one of the prefetch 
operation. 


Headers PREFETCH TWO 
Parameters: 


1) FCUND 
This parameter specifies that the COD Register is 
already set as desired. 


2) NO OPERANDS 
This parametec specifies that LSR(31) should not be 


loaded with the operand fields. 


Note: This statement will result in a sequence of nano- 
operations similar to the following: 


e Read Control Store from two past the MPC Register. 

e@ Increment the MPC Register by one. 

e Load the operands of the next micro-instruction into 
LSR(31). 

@ Jump to the next emmulaticn. 
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The prefetch-type microfetch convention (see section 
721 in the QM-1 Manual) is in common use because it allows 
for faster nano-programs. With prefetch, the fetching of 
micro-instructions from Control Store is overlapped with the 
fetching cf Nanowords from Nanostore. The increased running 
speed comes at the cost of a less of simplicity and with 
certain constraints on the logic of the nanoprogran. 


The nanoprogrammer should be reluctant to modify the 
COD Register before part one of the prefetch seguence has 
been executed since another control-stcre read will have to 
be performed to reload the COD Register with the next micro- 
instruction. After part one of the prefetch sequence, the 
type of jump that can be executed is restricted (since all 
Conditional Branch statements must be translated into SKIP 
operations). 


e No backward looking conditional branches are allowed. 

e No conditional branches to external labels are 

allowed. 

e A forward looking conditional branch may jump only 

over statements that can be scheduled inte one T-step. 

e A forward looking conditional branch cannot jump over 
. a conditional or unconditional branch. 


These restrictions do not apply te Computed Branches or 
unconditional branches. 


Purposes Load the "A" and "B" fields of LSR(31) with the 
micro-instruction operands currently stored in the 
Micre Operand Buffer (MOB) and zero the "C" field. The 
MOB was loaded from the COD Register during a Micro- 
instruction Fetch or Part 1 of a Micro-instruction 
Prefetch. Thus normally this statement will reload 
LSR(31) with the operands of the currently executing 
micro-instruction. But, if the prefetch ccnvention is 
being used and this statement is coded after part 1 of 
the Micro-instruction Prefetch then the operands of the 
next micro-instructicn to be executed will be loaded. 


Header: LOAD LSR(31) 
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38. Micro Fntry Point 


——S = 


Purpose: Mark a legal micre entry point. 
Header: MICRO ENTRY 
Parameters: 


1) BNEMONIC = <Label> 

Required parameter. The <Label> specified here will be 
the Mnemonic of the micro-instruction whose ersulation 
starts at this entry point. The opcode of the micro- 
instruction will be the low order seven bits of the 
Nanocstore address of this statement. 


2) FORMAT = <Micro Instruction Format> 

Required Parameter. This parameter is used to describe 
the scurce statement format and the Contrel Store 
format of the micro-instruction whose emulation starts 
at this entry point. 


3) [SUPERVISOR | NO SUPERVISOR] 

This parameter is used to specify whether the Nanocode 
produced by the Lizard statements that follow can be 
executed only while in Supervisor Node (See description 
cf F-register FIDX in section 4.3.2.3). If the 
parameter is omitted then the currently selected option 
remains in effect. 
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<Micro Instruction Format> - is any of the following coded 


messages; 

(CP NULL) (OP AR) 

(OP A,B) (OP B) 

(OP A, BR) (OP BR) 

(OP AR,B) (OP A,B,V) 

(OP AR, BR) (OP ABR,V) 

(CE ABR) (OP ABS,V) 

{OP ABS) (OP A,B,C,D,E) 
(OP A) (OP A,B,C, DER) 


The symbols in the coded message have the following 
meanings: 

cP 7 bit opcode 

NULL no operands 

A 5 bit absolute A parameter 

B 6 bit absolute B parameter 

AR 5 bit positive relative A parameter 

BR 6 bit signed relative B parameter 

ABR 11 bit signed relative AB parameter 

ABS 11 bit absolute value 


V 18 bit absclute word 

G 6 bit absolute C parameter 
D 6 bit absolute A parameter 
E 6 bit absolute B parameter 


DER 11 bit signed Relative AB parameter 


These formats are those accepted ca the Version 1.3.9 
Micrce-assembler. 
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SECTION IX. 


SUBROUTINE SUPPORT STATEMENTS 


A nanofrogram subroutine is a seguence of statements 
that, upon completion, returns control to the point from 
which it was invoked. Because of the limitted capability 
for nano-address manipulation in a nanoprogram, a subroutine 
May not modify the Nano Program Counter. The subroutine 
Support statements were devised to ensure that the Lizard 
translator follows this rule. 


39. Subroutine Header Statement 


Purpose: This statement delimits the start of a Lizard 
subroutine. The <Label> on this statement is the name 
that is used to invoke the subroutine. 


Headers SUBROUTINE 
Parameters: 


1) Loc=<Address Constant> 
This parameter specifies the Nanostore address where 
the subroutine is to start. 


2) HELD 

This parameter specifies that the values in the "KALC", 
"KSHC", “KSHA" AND "KS" K-fields may have keen held 
constant by a call to this subroutine. 


3) HELD2 

This parameter specifies that the values in the "KA" 
and "KE" K-fields may have been held constant by a call 
to this subroutine. 
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Purpose: This statement directs that a subroutine should 
return to the point from which it was invoked and, if 
the return is conditional, gives the conditions under 
which the return should be made. 


Headers: RETURN 
Parameters: 


1) COND = <Conditicn> 
Loads one of "KS", "KT" or "KX" K-fields, depending on 
COND TYPE parameter, with the <Condition> value. 


2) COND TYPE = <Condition Type> 
Required parameter, unless branch is unconditional. 
Sets the "TEST SPECIFIER" T-field. 


3) F = <F-register> 

Sets the "FSEL1" T-field to the <F-register> value. 
This parameter chooses the <F-register> that is to be 
tested for zero. Therefore it is only required if F 
NOT ZERO is part of the condition to be tested. 


4) INDEX = <Label> 

This parameter chooses the INDEX ALU statement whose 
result is to be tested for zero. Therefore it is only 
reguired if IRNZ is part of the condition to be tested. 


5) HCLD 

This parameter specifies that the values of the "KALC", 
"KSHC", "KSHA" and "KS" K-fields will be retained for 
use at the point to which the subroutine returns. 


6) HCLD 2 
This parameter specifies that the values of the "KA" 


and "KB" K-fields will be retained for use at the point 
to which the subroutine returns. 
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41. Subroutine Call 

Purpose: This statements directs that a subroutine be 
invoked from this point and gives the conditions under 
which the invokation will be made. 


Header: CALL <Labkel> 
Parameters: 


1) COND = <Condition> 
Loads one of "KS", "KT" or "KX" K-fields, depending on 
COND TYPE parameter, with the <Condition> value. 


2) COND TYPE = <Condition Type> 
Required parameter, unless branch is unconditional. 
Sets the "TEST SPECIFIER" T-field. 


3) F = <F-register> 

Sets the "FSEL1" T-field to the <F-register> value. 
This parameter chooses the <F-register> that is to be 
tested for zero. Therefore it is cnly required if F 
NOT ZERO is part of the condition to be tested. 


4) INDEX = <Label> 

This parameter chooses the INDEX ALU statement whose 
result is to be tested for zero. Therefore it is 
required only if IRNZ is part of the condition to be 
tested. 


5) HOLD 

This parameter specifies that the values of the values 
of the "KALC", "KSHC", "KSHA" and "KS" K-fields will be 
retained for use by the subroutine invoked. 


6) HCLD2 

This parameter specifies that the values of the "KA" 
and "KBE" k-fields will be retained for use by the 
subroutine invoked. 
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Notes_on Using Subroutines 

A subroutine is a Lizard program unit that starts with 
a Subroutine Header Statement and ends with a Program-Unit 
Trailer statement (END statement). Lizard program units 
cannot be nested in each other. A subroutine may be given 
more than one entry point by using the External Entry Point 
Statement. There are several restrictions on the type of 
branch that may be performed in a subroutine. 

e No ktackward looking branches may be used. 

e Forward looking unconditional branches must jump to a 

label internal to the subroutine and the ktranch 

statement must be immediately followed by an External 

Entry Point. 

e Forward looking conditional branches may branch 

around a seguence of statements only if they will fit 

into one T-vector or if the last statement of the 

sequence jumped is a return statement. 

e A forward looking conditional branch may not jump 

over a conditional return statement. 

e A forward looking conditional branch may jump over 

only cne unconditional return statement and the 

statements between them must be able to fit into three 

T-vectors. 

e interrupts cannot be enabled in a subroutine. 

e A subroutine cannot contain a Subroutine-Call 

statement. 
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SECTION X. 


Purpose: This statement delimits the start of a Lizard 
program unit. 


Header: BEGIN 
Parameters: 


1) LOC = <Address Constant> 
This parameter specifies the Nanostore address where 
the output nanocode is to start. 


2) SUPERVISOR 

This Parameter specifies that the nanocode produced by 
this Lizard program unit can be executed only while in 
the Supervisor Mode (See description of F-register FIDX 
in section 4.3.2.3 of the QM-1 Manual). 


3) HELD 

This parameter specifies that the values in the "KALC", 
"KSHC", "KSHA" and "KS" K-fieids may have been held 
constant by a jump to this statement. 


4) HELD2 

This parameter specifies that the values in the "Ka" 
and "KB" K-fields may have been held constant by a jump 
to this statement. 


<Address Constant> - is an integer i in the range 
0 < i < 1024 (i.e. a ten-bit constant). 
It is assumed to be in decimal notation unless it 
begins with a zero, then it is interpreted as octal. 


Purpose: This statement delimits the end of a Lizard program 
unit. 


Header: END 
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44. Force Nanoword Boundary 


a 


Purpose: This statement is used to force a new nanoword 


boundary and to change scheduler directives part way 
through a Lizard program unit. 


Header: LEDGE 


Parameters: 


1) [SUPERVISOR | NO SUPERVISOR] 

This parameter is used to specify whether the Nanocode 
produced by the Lizard statements that follow can be 
executed only while in Supervisor Mode. (See 
description of F-register FIDX in section 4.3.2.3 of 
the QM-1 Manual.) If this parameter is omitted then the 
currently selected option remains in effect. 


2) LCC = <Address Constant> 

This parameter specifies the Nanostore address where 
the forced new nanoword is to be placed; the remaining 
nanocode generated will continue after it. 


Purpose: This statement requests that the scheduler dump its 


lists of the contents of F-store and the K-fields as it 
has determined them for this point in the program. If 
one is known only as a range of values, then the range 
will be printed. Any register or field whose contents 
are not known will be so marked. The scheduler 
Maintains these lists so that it can determine, in 
normal programming situaticns, which Local Store 
Registers are being used to pass data between 
statements. 


Header: DUMP 
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46. External Entry Point 

Purpose: This statement marks points that can be branched to 
by jumps from outside this Lizard program unit. The 
<Lakel> attached to this statement is the one that the 
external jump will use. 


Header: ENTRY 
Parameters: 


1) HELD 

This parameter specifies that the values in the "KALC", 
"KSHC", "KSHA" and "KS" K-fields may have been held 
constant by any jump to this location. 


2) HELD2 

This parameter specifies that the values in the "KA" 
and "KB" K-fields may have been held constant by any 
jump to this location. 


Note: This statement can also be used to mark alternate 
entry points in a subroutine. 


47. Externai-Label List 


Purpose: List all the <Labels> outside this Lizard program 
unit that are used by branch statements within this 
unit. 


Header: EXTERNAL (<Label List>) 


48. No Operation 


Purpose: A clever programmer may find a use for this 
statement. It does nothing at all. 


Header: NC OP 
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Purpose: Te Control the form of the Lizard source program 
listing and scheduler output. 


Header: LIST 
Parameters: 


1) {SQURCE {| NO SOURCE] 
A source listing is either requested or supfressed. 


2) {EXPAND | NO EXPAND] 

Source statements with preprocessor expressions in then 
are relisted with the value of each expression 
replacing its occurrence. If the NO SOURCE parameter 
is also specified then even statements without 
preprocessor expressions are listed but statements with 
expressicns are listed only once. 


3) [PARS | NO PARS] 

The assumed values of all parameters omitted from a 
Statement will printed after each statement if they can 
be computed. For example, if a parameter that normally 
loads an F-register with a value is omitted then the 
current value in that F-register is printed if known. 


4) [NANO | NO NANO] 
The Nanocode produced from the Lizard source program is 
listed. 


5) [MAP | NC MAP] 

A listing is produced of all the <Labels> used in the 
Lizard source program along with their Nanccode 
addresses. 


6) TITLE = <Title> 
The <Title> specified will appear at the top of every 
page from this point on. 


7) PAGE 
The next statement will appear at the top cf a new 


page. 


Note: Listing Control statements may be inserted at any 
point in the source program to change the type of 
listing produced. The options chosen remain in effect 
until they are explicitly changed. Since the Nanocode 
listing and map are produced only at the end of each 
Lizard program unit only the ultimate selection of 
these parameters is significant. 
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<Title> - is the first sixty characters that follow the 
equal sign after the TITLE parameter. Preprocessor 
expressions are valid and are evaluated before the 
title is used. Therefore to represent an apostrophe in 
a <Title> use two adjacent apostrophes. 
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SECTION XI. 


PREPROCESSOR EXPRESSION 


A <Preprocessor Expression> is an expressicn evaluated 
at compile time whose result can be used to modify the 
source program. A preprocessor expression enclosed in 
apostrophes can be used anywhere in a Lizard pregram; it 
will be evaluated and its occurrence replaced by the result. 
Preprocessor expressions are also used in the Preprocessor 
Expression Statement and in the If Statement but without the 
delimiting apostrophes. Preprocessor expressions may be 
continued across line boundaries by the use of the 
continuation character (#). 


There are only two preprocessor data types: 

1) character strings and 

2) integers in the range -65,536 to 65,535 
(an arbitrary sixteen bit maximum) 


Constants 

Character string constants are enclosed in quotation 
marks ("). The occurrence of a quotation mark in a string 
is represented by two sequential quotation marks. An empty 
string is a valid character string and is represented by two 
sequential quotation marks (""). Preprocessor character 
string constants may not be continued across line bcundaries 
but long strings can be formed by the use of the 
concatenation operator. 


There are two types of integer constants: decimal and 
octal. An octal constants may have only valid cctal digits 
(0 to 7) and must begin with a zero. Either type may be 
signed and their value will be held as a sixteen bit two's 
complement binary integer. 


Variables 


Preprocessor variable names must Start with a letter 
and can contain only letters and digits. They can be any 
length but cnly the first ten characters are Significant. 
The type of a variable is taken from the expression whose 
value is assigned to it. 


Labels internal to the Lizard program unit may be used 
as constants in a preprocessor expression only as the 
argument tc a LABEL function call. The result will have 
integer type and its value will be the Nanostore address of 
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the statement that the label is attached to. Expressions 
containing <Labels> will not be fully evaluated until all 
scheduling has been completed, therefore if they affect the 
amount cf nanocode generated in any way they will be 
rejected. 


Operators 
Operators have no precedence, they are evaluated 
strictly from left to right but the order of evaluation can 


be changed by parentheses. 


There five types of preprocessor operators and 
functions: 


i) Integer Operators 


a 


addition and positive sign 

subtraction and negative sign 

x multiplication 

pe integer division 

REM (x,y) integer remainder of x/y 

ABS (x) absolute value function 

LOW (x) lower six bits of a two's complement 
representation of x 

HIGH (x) two's complement representation cof x 
arithmetically shifted right six places 

LABEL (x) returns the Nano-address of <Label> x 


The functions LOW and HIGH are useful for 
preparing the address in LSR(31) for a Computed Branch 
or a Write Nanostore. 


icnal Operators 
< less than 

> greater than 

= equal 

<= less than or equal 

>= greater than or equal 
= not equal 


These operators take integer operands and yield an 
integer result with the value one for true and zero for 


false. 
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iii) Logical Operators 


& legical and 

++ logical or 

_ logical not 

Jt exclusive or 

SHL (x,y) x is arithmetically shifted left y bits 
SHR (xv) Kx is arithmetically shifted right y bits 


These operators take integer operands and yield an 
integer result. The operands are treated as two's 
complement binary numbers and the result is computed 
for each bit position to form an integer result. 


iv) Character String Operators 


+ concatenation of strings 

SUB (x, Y,2Z) take a substring from string x, starting 
at character y, that is z characters long 

CHAR (x) the integer x is converted to a character 
string in base 10 representation 

CHARS (x) the integer x is converted to a character 
string in base 8 representation (without the 
leading zero: a leading zero is easier to add on 
later than it is to strip off) 


v) Assignment Operator 
-> value and type assignment 


The variable on the right takes the value and type 
of the expression on the left. The value and type 
assigned also becomes the result of the assignment 
operation. Thus in the expression: 

Vite lhe >ek tt e2e-S Ly 
variable X will take the value 2 and the type integer, 
and variable Y will take the value 4 and the type 
integer. 


Syntax of Expressions 

The syntax of a <Preprocessor Expression> should be 
fairly obvious but certain details need to he mentioned. 
Two operators may not appear together hence a negative sign 
or positive sign can only appear at the front cof an 
expression or after a left parentheses. Blanks can appear 
anywhere except in a variable name, a function name or 
between the characters of a multi-character operator. 
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SECTION XII. 


PREPROCESSOR STATEMENTS 


50. Preprocessor Expression Statement 

Purpose; Evaluate a preprocessor expression. If this 
statement is to have any effect on the program the 
<Preprocessor Expression> should contain at least one 
assignment operator and to be fully sensible the last 
operation in the expression should be assignment. This 
statement is mainly useful for grouping initializations 
of variables together or for emphasizing important 
assignment operations when burying them in source code 
could conceal their presence. 


Header: P <Preprocessor Expression> 


Purpose: An If Statement is always paired with one End If 
Statement in the same way that an open bracket is 
paired with a close bracket; no matter how deeply 
nested they are, one can always find which two match 
up. An If Statement may also have one Else Statement 
associated with it. An Else Statement is associated 
with the most deeply nested If - End If pair that 
encloses it. 


The <Preprocessor Expression> in the If Statement 
is evaluated. If the result is one all the statements 
up to the associated Else Statement (if one is present) 
or End If Statement will be included as part of the 
source program but those statements between the 
associated Else Statement and End If Statement (if 
there are any), will be ignored. If the result is zero 
the opposite happens. If the result is neither zero 
nor cone a compile time error will be produced. 


Header: IF (<Preprocessor Expression>) THEN OPEN [<Label> ] 


Note: If the optional <Label> is included in the If 
Statement then it is the label that will appear on both 
the asscciated Else Statement and End If Statement. 
This label cannot be used as the object of a branch. 
This method of delimiting statement groups is sometimes 
more convenient than indentation when programming on 


punched cards. 
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52. Else Statement 


Purpose: Refer to the If Statement. 


Headers: ELSE 


53. End If_ Statement 


Purpose: Refer to the If Statement. 


Header: CLCSE 
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SECTION XIII. 


TMP ROVEMENTS 


There are two specific improvements to Lizard which the 
author had planned but did not take the initiative to make. 


1) Lizard should contain a method for describing and 
maintaining register usage conventions for a group of 
nNanoprograms that implement micrco-instructions. For 
instance the MULTI microprogramming language observes the 
conventions that FCOD and FAIR contain the value 31 when 
entering and leaving each micro-instruction emulation. 


2) The three microfetch statements could be combined 
into one. There are a limited number of operations that can 
take part in a microfetch sequence. The new statement could 
have a parameter to select and modify each of these 
operations, and also parameters that would specify common 
combinations of the basic operations. This format would 
make it easy to adopt the usual microfetch conventions, 
alter a convention to deal with an unusual circumstance or 
invent a new microfetch sequence. 


alt Ande »yeebs espsmevor 
otae bt OMETREARE BAT 99RD 


ets wiidiaoaet aed bedzem a: 
ww /0OIP,s 30? ae 
2A), <aee bi ho tea d~-oF 0G 
ais ao vaerdo sinvport bahamas 
veiw 'C aithov.ent ateraon iat Be 
aota 


AERP ELORS Molson) 0 eL-OR ew 


Cy a ee ee 
na doc apakbeteae fo rotegh BOGE & sta s20dT sen OR 
hiiod sooto*ezya an ot? . .2oneeEyS dotetoznls s ai- 3 aq sted 

weedy Fo drey oti how Kime fo@ive OF 25te0eR8g BOYER 
toagan vtbesgs' pigdy sete epepegersy Geli fas ,anols <0 jo 
Stowe Sy vey aid? .edotdoaude Dkeed of% to eavttani¢ 02 
em iss hug (Ago Nae"! DLA” Leeuw SvLEd Fc hs uy ¥oae 6 tt) 
es esueipoved.®s Invsuct aeodeiw Leek: oF @oiinsvcos 6 ati 
onetime: dotegegpia woe 8 taev: = 


_ 


APPENDIX B 


PPG NODE TYPES 


3 


a 


i os ble x 


i 
" a = Ax Whe, re 
ae ala b ‘ 


134 


DIRECTORY 
Page 


Notatronctlsedt. Si. sae. oe. SHS. ede). PEs. Sos SS. Bad 
Deseriptiondgofenodes asoos. cee a5 e el Set ee 
Gonstant-ok Doan. ec. Ba. cee. cee ne. aes. ese «156 
SOULCE TH? FP gcicle cto, ctate wc ww aicls oa ce Sitle Siele eta a oo ticle mete meee 6 
Ra? DGSUSS i. San cule cls a cl alec a e's slo oh attl cl a ciate cia) alees sara er. 16 
Gar Pee cece wicinitic Giclee =f ciel cieu ee ele es Gale Hoes act eee 1ST 
BWap(SOurce-GeSty F)a ss a’ a caw c vieclctas a clave o olcbe ce cle ccc ey 7 
POULGCC— ODeStaa(Via uP IDH)* ou. es stemisicle ce alcts csv ccala sclets emt Ty 


RUUD Psi ec ewe welcece secs cc es ca ewe cle o scles oe sltiawelae scream oo 
RL OW: ces civicecs tie ctlcaslis SoU ese u oe ote Sein elce amas Otte ee (30 
RT ORs Sciawis cice ce ss eee weicicss sec ecicle lea coca s Seles cle ecto? 
MSGO® (BET CHOUMS) Cee sees cc eeecuiea se we clelece Pu eesicie saccntoy 
READ RSMo ccc ase ccw ccc sce ca ede caduccaviesic snes aseeess 140 


MS RSeA(M RET BENS) 6. 2S cine alate o apehe isle Lele eke a el ae Se aiele' a wale e a 140 
GATERNS! Sie coc a o daldle cele wo cieeleee ol akice cle Semmes cs THO 
GRTEGESSaeec ccc te cea wee ue diesicio & ate Saldecec aus a ekacie «6 ccum td 
TOADBES® Serslao . SSS woe US Se Se time Seale co pre ere ae a 
EX Kev evetet etc eMerc oe eo c\a ca wb ewe aisie ls «(sale oes! diate wn ee stalae clsreienenlillt 
REA DEC Setek cc c/w wie ee wie elses 6 6 e/elelclel eels S vices sieeve cle stale ae ee 
WRECERCS HS Oe SS Sasa a Soe ie Seen Se ea eel ee Sle ete tere em EZ 
GATES CSE aisles ss uo wUlalcle o clots 6.0.6 claltle ele tle oc tel ela a wie cleleiele MILA 
GATE GALUY ©. < cc cieln «calle Sales ciate slate taitlac clic cen falas eerie eas 
GATERSHDEUER SO. Sco Sa ciel WOR. UN Perce mislele a cle b pele siateteies GS 
GARRYSGCONTROL? 22S. cc cc cleewecceece teecetcceleececcscece PH 
TEND EXD LUM Gosia eiale 0:0 6 wie @ afa ue c.e erelt seis cielo © sie elec. clele eo atetete Lao 
TUG PE Rees SaSs Soe aac ce eee oa, onsets Ge ealelsle «ae Sele wie Serta 
EGRUBNPC? fos coe he Se Be Ss SSCS in ce ole che lwesiol. ecleen LUG 
READ NSM es So ea oe Sere ciel c clots ce Sle crew Ulelele wisle Wels Sela bielstatercte T46 
WRUT RNS Oe. Suis ae Seta ele aleeleal s a elblets Sia ele Sus Sieteeta su Gy 
TOAD BRS ec c dc wc cel ors clorolels ola Wal dle Wes Gale bia cle blac a clotete clonal ie 
BANC He eae sa tetera ee cial w oles oa clele es ual cho ste scalel cel ete Glelaiets Steer S 
Label Be oo ero Cece ee lew whee sla De elec cece ae tom cs aettte es) L4G 
RUMERUARY ACTION Gevec< so eies use sists slelaic le wis bis elo sc cleo en nltg 
NEELOW CENT Sic oe. o a waco wale oles uw a wieiciale slaiwis as <4 ase wiv siete ce 1 to 
CLEAR (GEN-} INTERRUPTS <2. 5.0.2. cone cece weer es ee 149 
Ge Nic eee cs.c wus e ok os ete'bie a ope etulelele stu lela serelsteniele sesisiMtloU 


END esoemmooununvnecaneevneecneeenevee@e@eeeeoeeeeeeeeeeecoeeeeeeeeee2 150 


vevesseeesnettnnesroreerieatts ~~ bualealiainetents 
cutee vese® ween ee eee wee > 

een eee sere ee meaeerrrer rere . 
euteaes nem Sede ewe Hwang eg we eee Ce ne eee Wee 
wee eweren ere ews eRe eee le 
Weeerrrrrrr te ee eee ee a 
cau ee eee jae in eG Eevee be 44 eee ee Md 

yea Wpe plewe Ainge deen sah tne RS) 

Peer ewer rrr verrey fie ee 
2+ gale oe meh thle ksh epee eekeck ieaneaaEmyne Tr 


£45 Vequny ea ge ies 54 VOR NAUK sae wees eh cee ses EEE 
eee i ee See (¢% ny TS 3) onan: - 
errr er he Pee ee ee ed ea | Ck? 
est eee URES AeR nS AS 4 FOR Re SETS RHE (Ek aT Luy) cot ee 
Oreever te ee rere ee ee a4 STAD iAgy 
7 
rrr ys Terr Tee eee ee ee ee 23 . iy ee ae 
Ea | 
ee TRE eee oy. ee a Pe ed #% (AGS | 7 - 


eee re tee Le Se eo laa ri? 

rere re Te) ee eee eS ee ee ee ee 25 SASS 

Soe e ew 6 EE Owl e464 e Oo Ge eT ee OF a Oe eee © a) 7via 

Serrerrery.) (twee eee eee ee 22 Tho 
a Oe te He ee VER ard baw habe C499 4S FAH OS ENF ED © ila avs 
ere eer eee Pee ee ek anfitse araa 
err rer ee te eee a Pe ee ee 4507903 ¥aaA9 
“% WECET CET Ree ee ee eee 34 KS GHT 
‘o's een Oe SH REDS we OS eer eee ee ee eee Tin Sout 
ee DOR hee Fe TERE Eee FO EES EA ERT SE AEST O Se REH? 718 gaol 
sureao ew fe Sees eh er Sse eee eh eoes PRs eves aes + ‘ZN oi 18 
$0 Weld oe Oe eRe MEDS ous ERROR as RANG ETS 8 eRe Y au f7ieVv 
rere rrreee sy) Ceeeeere er eee, fhe AOS 
ee ee oe Perr rere ree Chee ee ee ee ioretd 
4m b od ome wd Soe halle > SUT PER 1 SFR EER * Ke sek Ow es ladel 
VAST ESE OR eR ER ERE Sy ORE CHO OE REEF wOLTIs Y4akiagxua 
cet beeteee lessens ewenenagee eens EPaL WO1IA 
+ RAPE VAe GC ae aS Ee CCM Ne (.¥29) #9 
* wee tee ven eee dew ee bm eee Me S Aes 0 +e anes #8 wide 
ee ee eneeweers ick aint A pate 


135 


Each source to a node is followed by a timing 
constraint in braces, "{}". This states the number of T- 
periods that must elapse from the setting of the value of 
the source, to the use of the value. This time is measured 
from the edge of the clock cycle in which the value of the 
source is set to the edge in which it is used. The time 
from the trailing edge of one T-step to the leading edge of 
the next T-step is zero T-periods and thus some leading edge 
nodes have a timing constraint of {0T} on some of their 
sources. 


Many leading-edge nodes require their sources to remain 
stable while they are being used. This constraint is 
specified as a number in angle brackets, "<>", which states 
the number of T-periods that the source must remain stable 
after the leading edge of the node that uses it. Whena 
timing constraint of this type is followed by the 
abbreviation "o.k." then it is impossible to viclate. 
Sources followed by a dollar sign in angle brackets, "<$>", 
may not have their values changed in the same T-step that 
they are used. 


Some sources and Sinks to a node are used cnly under 
certain conditions. These conditions are given in square 
brackets, "[j", after the source or sink. If the condition 
requires information that is not contained in the node, then 
the cloSing bracket is followed by a plus Sign, "+", 


Nodes that can use LSR(31) fields A, B or C aS a Source 
have LSR(31) {2T} included as a source. This means that if 
A, B or C were prepared by an 18-bit operation cn LSR(31) 
then two T-periods must elapse before they can be used as a 
source; whereas, if they were prepared by a 6-bit operation 
one T-period will normally suffice. This is the only case 
where the timing constraint depends on the type of the 
Sinking node. 
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SS SS SSS ee Se SS eee SSS 


Constant->k 
sources: N/SA 
Sinks: K selected 
Parameters: 
1) Constant 
2) K 


Edge: Leading 


Source->F 
Sources: 
Source {1T} [Source # INCF, DECF, SW, IoiD] 
LSR(31) {2T} [Source = A, B, C] 
Note: Stretch T-step when Source = INCF, LECF or G. 
Sinks: F selected 
Parameters: 
1) Source 
Pap Ag 


Edge: Trailing 


F->Dest 


Sources: F {1T} [F # FIPH] 


Sinks: 
Dest. 
LSR(31) [Dest = A, B, C] 


Parameters: 
1) F 
2) Dest 


Edge: Trailing 


ee ae ie oF (repged 
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G->F 
sources: G reg. {2T} 
Sinks: F reg. 
Parameters: 

1) G 

2) F 
Edge: Trailing 


Note: This ncde must stretch T-vector. 


Swap (Source-dest, F) 


Sources; 
Ssource-dest {1T} 
Fe{ ve} 
LSR(31) {2T} [Source-dest = A, B, C] 


Note that legal Source-dests are A, B, C, KA, KB; KX, 
KS, KSHA and that problems may arise for those 
Source-dests after the semi-cclon since they use 
more than one group. 


Sinks: 
Source-dest 
F 
Parameters: 
1) Source-dest 
2) F 


Edge: Trailing 


Source->Dest_(via_ FIPH) 
Sources: 
Source {2T} [Source # INCF, DECF, SW, IOID] 
LSR(31) {2%} [Source = A, B, C] 
Sinks: Dest 
Parameters: 
1) Source 
2) Dest 
Edge: Trailing 


Note: Always stretch T-step for this node. 
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sources: 
FL {1T} [Operation Type] 
FR {1T} [Operation Type] 
AUX3 source {1T} 
LSR(31) {2T} [source A, B, Cj] 
Left Source {1T} [FL = FIPH] 
Right Source {1T} {FR = FIPH] 


Sinks: F result 


Parameters: 

1) Left F input (FSEL1) 

2) Right F Input (FSEL2) 

3) Result F (FSELO) 

4) Operation Source Select (AUX3) 

5) Operation Type 
[O0=no input, 1=left input, 2=right input, 3=left 
and right input ] 


Edge: Trailing 


XIO 


Sources: 
FIPH {S.T.} <$> (I/O Command Bus) 
G(GSPEC) {S.T.} <$> (Device Selection Bus) 
KA {1T, OT when ka is loaded with nanoword} (Port 
Selection) 
ESR(KA) {0%} 


Note: {S.T.} means that these sources can have their 
values set in the same T-sStep that contains the 
XIO. 


Sinks: External Channel Register (KA) 


Parameters: 
1) GSPEC 
zy, FAPH 


Edge: Leading 


Note: If 1T is added to all source timing we can call it 
trailing edge. 
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RIO 
Sources: 
KA {1T, OT when ka is loaded with nanoword} 
External Channel Register(KA) {5T} [When this RIO is 
preceeded by an RIO or XIoj] 
Sinks: 
ESR (KA) 
External Channel Register (KA) [When this RIO is the 
first of a pair doing data acguisit 
Parameters: 
1) GSPEC 
2) FIPH 


Edge: Leading 


MSGO (FETCH MS) 


Sources: 

Direct M.S. Access {0T} 

Super Direct M.S. Access {0T} - (set by AUX ACT) 

MS BUSY {1T arbitrary} 

FMIX {0T} <1T>o.k. 

ESR(FMIX) {OT} <1T> [{FMIX > 31 and FMIX < 40]+ 

LSR(FMIX) {OT} <1T>o.k. [FMIX < aap 

ALL ONES {N/A} [FMIX > 40]+ 

ESR16 & ESR17 {0T} <1T> [DIRECT MS ACCESS Bits] 

Mainstore Contents {0T} [LSR(FMIX) - illegal address 
leads to Mainstore not accessed ] 


Note: Error in timing table in QM-1 Quick Reference 
Card. 


Sinks: MOD Register 


Parameters: 1) DIRECT MS ACCESS 


Edge: Leading 
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READ MS 
Sources: All sources of the MSGO node 


Sinks: 
MOD Register 
Main-Store Contentsx 


*xNote: Since old contents of Mainstore are restored 
this sink may not be necessary. 


Parameters: None 


Edge: Leading 


NSRS_ (WRITE MS) 


sources: 
Direct M.S. Access {1T} 
Super Direct M.S. Access (set by AUX ACT) 
FMIX {11} <1T>o.k. 
ESR(FMIX) {1T} <1T> [ FMIX > 31 and FMIX < 40]+ 
LSR(FMIX) {1T} <1T>o.k. [FMIX < 31]+ 
ALL ONES {N/A} [FMIX > 40]+ 


Sinks: 
Main-Store Contents 
MOD Register 


Parameters: 1) RMI Select 


Edge: Leading 


ATE MS 


ee ee 


Sourcess 
MS DATA {Special} (MOD Register) 
FMOD {11} <$> 
RMI Store(RMI Select) {2t}*x [RMI Select] 


*Note: AUX ACT may actually prepare RMI Store sooner 
(P.9 of QM-1 Quick Reference Card) 


Sinks: 
ESR(FMOD) [FMOD > 31 and FMCD < 40] 
LSR(FMOD) [FMOD < 31] 

Parameters: 1) RMI Select 


Edge: Trailing 
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GATE ES 
Sources: 
FEOD {1T} <$> 
FEOA {17} 
ESR(FEOA) {1T} 
Sinks: LSR(FEOD) 


Parameters: none 


Edge: Trailing 


LOAD ES 

Sources: 
FEID {1T} 
LSR(FEID) {1T} 
FEIA {1T} <$> 

Sinks: ESR(FETIA) 


Parameters: none 


Edge: Trailing 


TXX 

sources; none 
Sinks: nene 
Parameters: none 
Edge: Trailing 


Note: Unlike AUX ACT 40, TXK causes program to stop after 
next T step. 
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READ _CS 
sources: 
FCIA {1T}, LSR(FCLA) {1T} [C.S. Address Select = CIA] 
COD Register {2T} [CSAS = COD] 
FMPC, LSR(FMPC) {1T} [CSAS = MPC, MPC+1 or MPC+2] 
FMPC, LSR(FMPC), LSR(31) {1T} [CSAS = MPC+B or MPC+AB] 
All INDEX ALU sources {3T} [CSAS = INDEX] 
Control Store Contents {17} 


Sinks: COD Register 
Parameters: 1) C.S. Address Select 


Edge: Leading 


WRITE C 


eS Se eee 


Sources: 
FCID, LSR(FCID) {1T} <1?T> 
FCIA, LSR(FCIA) {117} [CSAS = CIA] 
COD Register {2T} [CSAS =COD] 
FMPC, LSR(FMPC) {1T} [CSAS = MPC, MPC+1, MPC#2] 
FMPC, LSR(FMPC), LSR(31) {1T} [CSAS = MPC+B, MPC+AB] 
All INDEX ALU sources {3T} [CSAS =INDEX] 


Sinks: 
Control Store Contents 
COD Register 
Parameters: 1) C.-S. Address Select 


Edge: Leading 


Note: A READ CS executed simultaneously will be ignored. 


GATE CS 
Sources: 
COD Register {2T} 
FCOD {1T} <$> 
Sinks: LSR(FCOD) 


Parameters: none 


Edge: Trailing 
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GATE ALU 


Sources: 
ALU Status Enable {0T} 
FAIL, LSR(PFAIL) {2T}* {Type of KALC] 
FAIR, LSR(FAIR) {2T}* [Type of KALC] 
FAOD {17} <$> 
KALC {27} x 
KSHC {11} (Only DOUBLE/SINGLE bit is important) 
CIH {2T} [KALC bit 4 = 0] 
=e AND — 
FSID, LSR(FSID), KSHC {2T} [KSHC includes DOUBLE & LEFT 
and KSHA # 0] 


*xNote: {3T} if KSHC includes double. 


Sinks: 
LSR (FAOD) 
CIH [CARRY CTL > 4] 
COH [CARRY CTL > 2] 
FAST [ALU STATUS ENABLE } 


Parameters: 
1) Type of KALC 
{O=no input, 1=left input, 2=right input 
4=CIH input, and all combinations of these] 
2) Type of KSHC 
{ 0=Single, 1=Double] 
3) Carry Control 
{O=no right control, 1=right control] 
4) ALU STATUS ENABLE 


Edge: Trailing 
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ee SS SS Se Ss 


Sources: 

SH Status Enable {0T} 

FSID, LSR(FSID) {27} 

FSOD {1T} <$> 

FAOD {1T} <$> [KSHC includes DOUBLE and GATE BOTH is 
specified ] 

KSHA, KSHC {2T} 

COH {1T} [Left Control = 1] 

All ALU sources {3T} [KSHC includes DOUBLE, i.e. bit 
1=1] 

All ALU sources {2T} [KSHC includes DOUBLE and KALC = 
EASS LEFT] 

——_ OR — 

Only ALU sources {2T} [KALC includes DECIMAL, i.e. bit 
1= 1] 


Sinks: 
LSR(FSOD) 
FIST {SH STATUS ENABLE] 
COH 


Parameters: 
1) Type of KSHC 
2) Type of KALC 
3) Carry Control 
4) GATE BOTH 
5) SH STATUS ENABLE 


Edge: Trailing 


CARRY CONTROL 


sources: ncne 


Sinks: 
CIH {Carry Control = 1 or 2] 
COH [Carry Control = 5 or 6] 


Parameters: 1) Carry Control value 


Edge: Trailing 
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INDEX ALU 


Sources: 
Left select: A, B, KX, KA, KB, G(GSPEC)* {27} 
LSK(Left Select) {2T} 
Right Select: A, B, KT, KB, G8 to G11 {2T} 
ESR(Right Select) {2T} [Right Select < 11]+ 
MOD Register {2T} [Right Select = 14]+ 
MS DATA {Special} 
COD Register {2T} [Right Select = 15]+ 
ALL CONES {N/A} [Right Select = 12 or 13 ]+ 
Result Select {1T} <$>: G(0) to G(11), KSHA, B, KS, KX 


*xNotes If G(GSPEC) is used as a source it must be 
repeated in the previous T step. Only the GSPEC 
must be set up in the previous T not the selected 
K field nor the selected LSR. 


Sinks: LSR(Result Select) 
Parameters: 
1) Left Select Select (AUX2) 
2) Right Select Select (AUX3) 
3) Operation Select or Operation Select Select (FSEL2) 
4) Result Select Select (GSPEC) 


Edge: Trailing 


INC MPC 
Sources: 
FMPC <$>, LSR(FMPC) {2T} 
LSR (31) (B) {27} [GSPEC = 2 (+0, +4, +8 or +12) ] 
LSR(31) (AB) {2T} [CGSPEC = 3 (+0, +4, +8 or +12) ] 
Sinks: LSR(FMPC) 
Parameters: 1) GSPEC (modulo 4) 


Edge: Trailing 
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LOAD NPC 


Sources: 
KN {17} [NPC Source = KN] 
COD Register {2T} [NPC Source = CS] 
Interrupt Bits {1T} [NPC Source = SEQ] 
FIDX {1%} 


Sinks: 
NPC 
Micro Operand Buffer [NPC Source = CS] 


Parameters: 
1) NPC Source 
{1=CS, 2=KN, 3=SEQ] 


Edge: Trailing 


READ_NS 
Sources: 
BRANCH Eit, ALTERNATE Bit {0T} <1T> 
NPC {0T} <1T> [BRANCH Bit = 0 & ALTERNATE Rit = 0 }+ 
Nancstore Contents {0T} <11T 
Allow Interrupt Bits {1T}x 


xNote:s This timing constraint means that if the allow 
interrupt bits are set then READ NS may not appear 
in T1. 
Sinks: NOD Register 


Parameters: none 


Edge: Leading 
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WRITE NS 


Sources: 
LSR(31) £17} <2T>x 
FEOA, ESR(FEOA) {17} 


*Note: All WRITE NS and READ NS operations initiated 
during this two T-periods are ignored. 


Sinks: 
NOD Register 
Nanostore Contents 
Parameters: none 


Edge: Leading 


LOAD _R31 
Sources; Micro Qperand Buffer {1T} 
Sinks: 
A, EB, C (These are 6-bit domain transfers, see pages 82 
& 8&6) 
Parameters: none 


Edge: Trailing 
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Branch 


Sources; 


FIST {2T} [TESTx = 2 or 3] 

F (selected) {2T} [TEST = 6 or 7 and KX contains 
F ZERO ]+ 

All ALU sources except ALU STATUS ENABLE and FAOD {3T} 
TEST = 4%or'5; Bits*4, 37°%2, or Ware on in KT, 
plus all info source conditions of GATE ALU]+ 

All Shifter sources except ALU & SH STATUS ENABLE, 
FSOD, FAOD {3T} {TEST = 4 or 5, any bit of KT is 
set, plus all info source conditions of gate SH]+ 


KS {2T} [TEST = 2 or 3] 
RPP AZT peRIEST =" #8 or 5)] 
KX {21} [TEST = 6 or 7] 


All INDEX sources {2T} [TEST = 6 or 7, KX contains 
INDEX RESULT ]+ 

MOD Register status {1T, (logical problem not timing) } 
(TEST = 6 or 7, KX contains MS DATA ]jt+ 

NOD Register {2T} [This is the only source when TEST = 
ALWAYS ] 


*xNote: Here TEST refers to the TEST SPECIFIER field of 
the T vector. 


Sinks: N/A 


Parameters: 


1) TEST SPECLIFIER 
2) F Sell 
3) Tyre of Test 


Trailing 


Sources: ncne 


Sinks 


- none 


Parameters: none 


Edge: 


Leading 
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Sources: 
FACT {1T} 
COD Register {1T} {FACT = 55, 56, 57]+ 


Sinks: 
RMI Store (RMI SELECT) [FACT = 55, 56, 57]+ 
ENABLE Interupt Bits 
Super Direct MS Access 

Parameters: 1) RMT Select 


Edge: Trailing 


ALLOW _INTS 
Sources: None 
Sinks: ALLOW INTS Bits 
Parameters: 
1) Type of Interrupts Allowed 
(1=Nano, 2=Micro, 3=Both] 


Edge: Leading 


CLEAR (GEN.) INTERRUPTS 
Sources: Interrupts (pseudo source) [Mode = 1] 
Sinks: Interrupts (pseudo sink) [Mode = 2] 
Parameters: 

1) Level 

2) Mode [1=Clear, 2=Generate] 


Edge: Trailing 
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Sources: ncne 
Sinks: none 
Parameters: none 


Edge: Leading 


Sources: ncne 
Sinks: none 
Parameters: none 


Edge: Trailing 
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APPENDIX C 


SAMELE PROGRAMS 


Three sample programs are presented here: one in nano- 
assembler and two in Lizard. The first program is in nano- 
assembler and consists of the nanocode that implements the 
micro-instructions SRAI and SWMS from the MULTI 
Muitiprogramming-Support System. The second prcgram is the 
first program translated into Lizard. The last program 
shows how a conditional-jump micro-instruction could be 
implemented by a nanoprogram that useS no branches or skips 
(as promissed in Section 4.5). It is presented in Lizard 


but it could be easily coded in nano-assembler. 
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3k 
*x SAMPLE EROGRAM 1 
* 
Re-IR:3=31. 
SRAIs MICRC = OP A.B, LEGAL MICRO OP 
ok *"SRAI A,B! PERFORMS AN ARITHMETIC RIGHT SHIFT, 
x "Bt ELACES, ON ROUAS THE *B* PARAMETER IS 
* TRANSFERRED TO THE SHIFT AMOUNT FIELD, WHILE ‘At 
* SELECTS THE SHIFTER INPUT AND OUTPUT BUSSES. 
2K SHIFTER STATUS IS SET (SHIFTER HIGH BIT, SHIFTER 
x LOW FIT). 
eeee ALLCW INTS, SH STATUS ENABLE, 
KSHC = SINGLE ! RIGHT ! ARITHMETIC 
Sees A->FSID, A->FSOD "SET SH BUSSES" 
B->KSHA "SET SHIFT AMOUNT" 
LOAD NPEC(CS) "READ NEXT NANOWORD ADDRESS" 
ake READ CS (MPC+2) "PREPARE NEXT MICRO-INSTRUCTION" 
MPC PLUS 1, READ NS 
ents GATE SH "SHIFT R(A)*" 
GATE NS, LOAD R31 “END INSTRUCTION" 
* 
x 
SWMSs MICRO = OP A.B, LEGAL MICRO OP 
* "SUMS A,B* SWAP R(*"At) WITH MS(R(*B")). 
* THE MAIN STORE OPERAND ADDRESS IS ACCESSED 
* DIRECTLY FROM R('B'). THE DATA REGISTER IS 
* SPECIFIED DIRECTLY AS R('A*). STATUS IS 
5 UNAFFECTED. 
orate BRANCH (SWAP MS), KX=MS BUSY, HOLD 
KALC=FASS RIGHT, KA=R.IR 
Saree GATE NS(NOT X) “AWAIT MAIN STORE NOT BUSY" 
KA->FMOD, B->FMIX "SET UP MAIN STORE EUSSES" 
A->FAOD, CLEAR CIH "READY ALU FOR PASS RIGHT" 
LOAD NEC (CS) "FIND NEXT MICRO—-EMULATION" 
woe FETCH MS "READ MAIN STORE" 
READ CS (MPC+2) "PREFETCH MICRO-INSTRUCTION" 
MEC ELUS 1 “SEQUENCE R.MPC" 
READ NS, GATE NS "FETCH NEXT NANOWORD" 
x 
SWAP MSs 
neces ALLOW INTS, KX = MS DATA, HOLD 
Severe A->FMIX "PLACE DATA ON INPUT BUS" 
GATE NS(NOT X) "AWAIT MAIN STORE DATA AVAIL." 
GATE MS "TRANSFER WORD READ" 
sD ve GATE ALU, WRITE MS “SWAP DATA WORDS" 


READ NS, GATE NS, LOAD R31 “END INSTRUCTION" 
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: SAMPLE ERCGRAM 2 
: EEGIN 
Dee ta etn ¢ A PREPROCESSOR STATEMENT 
: SHIFT RIGHT ARITHMETIC IMMEDIATE 
re MICRO ENTRY, MNEMONIC=SRAI, FORMAT=(OP A,B) 


PREFETCH CNE 

SHIFTER, OP=SINGLE RIGHT ARITHMETIC, AMCUNT=B 
INPUT=LSR(A), RESULT=LSR(A), STATUS ENABLE 

PREFETCH TWO 


MAIN STORE SWAP 


nana 


WMS: MICRO ENTRY, MNEMCNIC=SWMS, FORMAT=(OP A,B) 
PREFETCH ONE 
FETCH MS, ADDR=LSR(B), DEST=LSR (31) 
RESTORE MS, SOURCE=LSR (A) 
ALU, OP=PASS RIGHT, RIGHT=LSR("*R.IR'), 
RESULT=LSR (A) 
PREFETCH TWO 
END 
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SAMPLE EROCGRAM 3 
EEGIN 
ERANCHLESS JRZ "JUMP ON ALU RESULT ZERO" 


LIZARD PROGRAM TO IMPLEMENT A CONDITIONAL BRANCH 
MICRO-INSTRUCTION WITHOUT ANY NANOBRANCHES CR SKIPS 


MICRO ENTRY, MNEMONIC=JRZ, FORMAT=(OP ABR) 
MASK OUT ALL BITS IN FIST EXCEPT "ALU RESULT ZERO" 


04 -> KA 
ALUF, OP=AND, LEFT=FIST, RIGHT=KA, RESULT=FIST 


GENERATE A “PASS LEFT" OPERATION IN KALC IF 
FIST=0 AND A "L OR R" OPERATION IF FIST -= 0 


013 -> G(1) 
ALUF, OP=ADD, LEFT=FIST, RIGHT=G(1), RESULT=G (2) 
G(2) -> KALC 


ASSUME LSR(0) CONTAINS ZERO 
MOVE EITHER LSR(0) OR LSR(31) TO LSR (31) 


ALU, LEFT=LSR(0), RIGHT=LSR (31), RESULT=LSR (31) 
ADD LSR(31) TO LSR(FMPC) 


ALU, OP=ADD, LEFT=LSR(31), RIGHT=LSR(FMPC), 
RESULT=LST (FMPC) 

PREFETCH ONE, REREAD ¢ FETCH FROM NEW MICRO-ADDR. 

PREFETCH TWO 

END 
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